


30.48 (1.201)

38.00 (1.496)

PIN 1
5.0 (0.197)

x 40
7.62 (0.300)

2.54 x 8 =
20.32 (0.800)

3.5 (0.138) 0.5

NOTES:
1.  ALL DIMENSIONS ARE IN MILLIMETERS (INCHES).
2.  UNLESS OTHERWISE STATED, TOLERANCES ARE 0.25 mm.
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THE SIGN REPRESENTS HER CHIPS

THE SIGN REPRESENTS GREEN CHIPS

181

1

67

PIN NO. CONNECTION

1 COLUMN 1 GREEN
2 COLUMN 2 GREEN
3 COLUMN 2 RED
4 COLUMN 3 RED
5 ROW 6
6 ROW 7
7 COLUMN 4 RED
8 ROW 5
9 ROW 8

10 COLUMN 5 GREEN
11 COLUMN 5 RED
12 COLUMN 4 GREEN
13 COLUMN 3 GREEN
14 ROW 4
15 ROW 2
16 ROW 1
17 ROW 3
18 COLUMN 1 RED
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THE SIGN REPRESENTS HER CHIPS

THE SIGN REPRESENTS GREEN CHIPS

181

1

67

PIN NO. FUNCTION

1 COLUMN 1 GREEN ANODE
2 COLUMN 2 GREEN ANODE
3 COLUMN 2 RED ANODE
4 COLUMN 4 RED ANODE
5 ROW 6 CATHODE
6 ROW 7 CATHODE
7 COLUMN 4 RED ANODE
8 ROW 5 CATHODE
9 ROW 8 CATHODE

10 COLUMN 5 GREEN ANODE
11 COLUMN 5 RED ANODE
12 COLUMN 4 GREEN ANODE
13 COLUMN 3 GREEN ANODE
14 ROW 4 CATHODE
15 ROW 2 CATHODE
16 ROW 1 CATHODE
17 ROW 3 CATHODE
18 COLUMN 1 RED ANODE
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