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HIGH FREQUENCY MAGNETICS
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TM9913

T124

T1/E1 Single Through Hole Transformers

ELECTRICAL SPECIFICATIONS at 25° C

• Operate as pulse transformers at DS1 and CEPT rates

• Perform impedance matching and voltage transformation
for line transceivers

• Qualified per Bellcore TR-TSY-000357-1

• Compatible with water-soluble flux, total-immersion
cleaning and machine insertion

• Meets IEC-695, 2-2 flammability requirements
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2JA5472 TC70.1:1 0.1 8.0 05.0 00.1 A/N 058 ___

3G5472 TC41.1:1 57.1 3.1 59.0 01.1 08 0001 2KA5472

2AC5472 TC63.1:1 29.0 7.0 58.0 2.1 02 0001 2H1472

2FA5472 TC2:TC1 51.3 0.3 55.1 51.3 32 0001 2G1472
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8827T 021TPEC/57TPEC 2FA5472 2AC5472

A9827T 1SD 2FA5472 3G5472

A0927T
1SD 2FA5472 2JA5472

021TPEC/57TPEC/1T 2FA5472 2AC5472

0367T

1SD 3G5472 3G5472

1.57TPEC 2JA5472 2JA5472

021TPEC/2.57TPEC 2AC5472 2AC5472

8867T
1.57TPEC 2JA5472 2JA5472

021TPEC/2.57TPEC 2AC5472 2AC5472

9867T 1SD 3G5472 3G5472

0967T
8967T

1SD 3G5472 3G5472

1.57TPEC 2JA5472 2JA5472

021TPEC/2.57TPEC 2AC5472 2AC5472
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HIGH FREQUENCY MAGNETICS
T1/E1 Single Through Hole Transformers

MECHANICAL

0.56 [14.22]

0.35 [8.89]
max

0.110 [2.79]

0.150 [3.81]
centers

0.023 [0.584] Sq typ
(Phosphor bronze, 
solder-coated)

0.250
[6.35]

0.460
[11.68]
max

Terminal 1 ID 

654

3 2 1

Note: Unless otherwise specified, dimensions
are nominal and in inches [millimeters].

2745AF2
2745AJ2
2745CA2
2745G3

SCHEMATICS
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