
Decodier-IC 4085 Decoder-LSI 4085

Für die Auswertung und Decodie-
rung von Magnetkopf-Signalen im
F2F-Verfahren, hat ddm einen
Spezial-LSI-Chip entwickelt, der es
erlaubt, mit einigen wenigen exter-
nen Komponenten versehen, direkt
Magnetkopf-Signale analog zu ver-
stärken, und zu decodieren in Lese-
Takt und Lese-Daten.
Decodiert wird geschwindigkeits-
unabhängig, 75 oder 210 bpi, die
Codierung eines magnetischen F2F-
Signals, wie es bei Kreditkarten,
Debit-Karten, oder Tickets gemäß
ISO-3554 Spezifikationen üblich ist.
Dieser LSI-Chip im 16-poligen SMD
Gehäuse ist in I²L Technologie auf-
gebaut und verfügt über echte TTL-
Ausgänge.
Durch Variationen der Extern- Be-
schaltung lassen sich motorische
oder manuelle Lesegeräte mit den
unterschiedlichsten Magnetköpfen
herstellen.

For decoding magnetic head signals
in F2F mode ddm has developed a
special LSI chip, that allows, together
with few external components, to
amplify magnetic head signals direct-
ly, and to decode those signals to
clock and data signals.
The chip decodes independant of the
card speed, 75 or 210 bpi, the code
of an F2F signal, as it is used on
credit cards, debit- cards or tickets
following ISO 3554 standard. This
LSI chip is mounted into an 16 pin
SMD housing, and built in I²L-tech-
nologie. The output signals are gives
in TTL standard level.
By changing the external compo-
nents it is possible to use the decoder
in motorized or manual readers of all
different kinds.
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