
WIRE LEAD SPACE PART QTY

DIAMETER C/C PITCH MATERIAL PLATING PER

(WD) (F) (P) 14" REEL

BR/OS100-22-LSO 22 .025" 0.100" .500" .812" .630" .182" .070" SOLID COPPER TIN 2,500

BR/OS100-22-HSO 22 .025" 0.100" .500" .990" .630" .382" .070" SOLID COPPER TIN 2,500

BR/OS100-22-LDO 22 .025" 0.100" .500" .812" .630" .182" .150" MAX SOLID COPPER TIN 2,000

BR/OS100-22-HDO 22 .025" 0.100" .500" .990" .630" .382" .150" MAX SOLID COPPER TIN 2,000

BR/OS100-24-LSO 24 .020" 0.100" .500" .812" .630" .182" .070" SOLID COPPER TIN 2,500

BR/OS100-24-HSO 24 .020" 0.100" .500" .990" .630" .382" .070" SOLID COPPER TIN 2,500

BR/OS100-24-LDO 24 .020" 0.100" .500" .812" .630" .182" .150" MAX SOLID COPPER TIN 2,000

BR/OS100-24-HDO 24 .020" 0.100" .500" .990" .630" .382" .150" MAX SOLID COPPER TIN 2,000

NOTES:

1. All products are RoHS compliant

2. All taping dimensions and tolerances

     conform to EIA-468B unless otherwise noted

3. All wire meets ASTM-B33 for solderability

Approval:   WHK
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