
 

 

 
LBN09004 SAW Filter Electrical Characteristic   

Specifications 

Parameter Unit Minimum Typical Maximum 
Center Frequency MHz 89.9 90  90.1 
Insertion Loss dB - 22.17 25 
1 dB Bandwidth MHz 25 25.22  

12 dB Bandwidth MHz  26.78 27 
30 dB Bandwidth MHz  27.59 28 
50 dB Bandwidth MHz  28.09 29 
Passband Variation dB  0.8 1.0 

Absolute Delay usec  1.95  
Ultimate Rejection dB 50 55 - 
Substrate Material 128 LiNbO3 

Ambient Temperature C 25 
Package Size DIP2712(27.2X12.6X5.2mm3) 

Typical Performance 
 
 
 
 
 
 
 
 
 
 
 

Package Outline            Matching Configuration 

                 

5 8 6 6 7 4 8 2 9 0 9 8 106 114 122
-102.1688

-92.1688

-82.1688

-72.1688

-62.1688

-52.1688

-42.1688

-32.1688

-22.1688

Frequency (MHz)

M
a

g
n

it
u

d
e

(d
B

)

7 0 7 5 8 0 8 5 9 0 9 5 100 105 110
-26

-25

-24

-23

-22

-21

-20

Frequency (MHz)

M
a

g
n

it
u

d
e

(d
B

)


