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CDEUX Series - Extended Range Buffer Networks (Capacitive Input)
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     Current                                Dimensions                           Weight
     (Amps)             A            B           C           D          E     (Pounds/KG)
       2 x 10            14.0       30.0       6.0       22.0      16.0            95
                            355.6      762.0    152.4     558.8   406.4         43.1
       3 x 10            20.0       30.0       6.0       22.0      22.0           100
                           508.0     762.0    152.4     558.8    558.8         45.4
       4 x 10            26.0       30.0       6.0       22.0      28.0           120
                           660.4     762.0    152.4     558.8     711.2          54.4
      2 x 30            16.0        38.0       8.0       26.0      18.0           170
                           406.4     965.2    203.2    660.4    457.2          77.1
      3 x 30            23.0        38.0       8.0       26.0      25.0          240
                           584.2      965.2    203.2    660.4   635.0        108.9
      4 x 30           30.0       38.0       8.0       26.0      32.0          300
                            762.0      965.2    203.2    660.4    812.8         136.1
 2 x 60 & 100       16.0        44.0      10.0      32.0      18.0           240
                           406.4      1117.6    254.0    812.8    457.2         108.9
 3 x 60 & 100      23.0       44.0      10.0      32.0      25.0           310
                           584.2      1117.6    254.0    812.8    635.0        140.6
 4 x 60 & 100      30.0       44.0      10.0      32.0      32.0          400
                            762.0      1117.6    254.0    812.8    812.8         181.4
      2 x 150           16.0        54.0      14.0      42.0      18.0           320
                           406.4     1371.6    355.6   1066.8   457.2         145.1
      3 x 150           23.0       54.0      14.0      42.0     25.0          430
                           584.2      1371.6    355.6   1066.8   635.0        195.0
      4 x 150           30.0       54.0      14.0      42.0     32.0          650
                            762.0      1371.6    355.6   1066.8   812.8         294.8
          

     Current                                Dimensions                           Weight
     (Amps)             A            B           C           D          E     (Pounds/KG)
      2 x 225           16.0        54.0      14.0      42.0      18.0           380
                           406.4     1371.6    355.6   1066.8   457.2         172.4
      3 x 225           23.0       54.0      14.0      42.0     25.0          520
                           584.2      1371.6    355.6   1066.8   635.0        235.9
      4 x 225           30.0       54.0      14.0      42.0     32.0          700
                            762.0      1371.6    355.5   1066.8   812.8         317.5
     2 x 400          22.0       64.0     26.0      61.5      24.0          800
                            558.8     1625.6   660.4    1562.1   609.6        362.9
     3 x 400          30.0       64.0     26.0      61.5      32.0          1100
                            762.0     1625.6   660.4    1562.1    812.8        498.9
     4 x 400          38.0       64.0     26.0      61.5      40.0         1400
                           965.2     1625.6   660.4    1562.1   1016.0        635.0
     2 x 800          38.0       70.0      26.0      67.5      40.0         1400
                           965.2     1778.0   660.4    1714.5   1016.0        635.0
     3 x 800          56.0       70.0      26.0      67.5      58.0          2100
                           1422.4    1778.0   660.4    1714.5   1473.2        952.5
     4 x 800          72.0       70.0      26.0      67.5      74.0         2600
                           1828.8    1778.0   660.4    1714.5   1879.6        1179.3

2 x 1000 & 1200  56.0       70.0      26.0      67.5      58.0         2000
                           1422.4    1778.0   660.4    1714.5   1473.2        907.2

3 x 1000 & 1200  82.0       70.0      26.0      67.5      84.0         3000
                          2082.8    1778.0   660.4    1714.5   2133.6       1360.8
4 x 1000 & 1200 106.0       70.0      26.0      67.5     108.0        3800
                          2692.4    1778.0   660.4    1714.5   2743.2       1723.6
          

Max. Operating Voltage
A6: 120/208V, 60 Hz
B6: 277/480V, 60 Hz
A4*: 120/208V, 400 Hz

*400Hz filters available upon request. Will require external power factor correction coil.
Please contact Tyco Electronics Application Engineering  847-573-6517.
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For optional legs, refer to page 24

Recommended torque for fasteners on removable cover:  25 in. lb. ± 3 in. lb.


