
*

57Z DC-1000 MHz
50 Ohms male

75 Ohms female
5.7 dB +/- 0.5 dB 1.2:1

75Z DC-1000 MHz
75 Ohms male

50 Ohms female
5.7 dB +/- 0.5 dB 1.2:1

57Z-2G DC-2000 MHz
50 Ohms male

75 Ohms female
5.7 dB +/- 0.5 dB

1.2:1 DC-1000 MHz

1.3:1 1000-2000 MHz

75Z-2G DC-2000 MHz
75 Ohms male

50 Ohms female
5.7 dB +/- 0.5 dB

1.2:1 DC-1000 MHz

1.3:1 1000-2000 MHz

57Z-3G DC-3000 MHz
50 Ohms male

75 Ohms female

5.7 dB +/- 0.3 dB DC-1500 MHz

5.7 dB +/- 0.5 dB 1500-3000 MHz

1.2:1 DC-1500 MHz

1.35:1 1500-3000 MHz

75Z-3G DC-3000 MHz
75 Ohms male

50 Ohms female

5.7 dB +/- 0.3 dB DC-1500 MHz

5.7 dB +/- 0.5 dB 1500-3000 MHz

1.2:1 DC-1500 MHz

1.35:1 1500-3000 MHz

* OTHER IMPEDANCES AVAILABLE - PLEASE CONTACT THE FACTORY

57Z-3G  /  75Z-3G   N

57Z  /  75Z  /  57Z-2G  /  75Z-2G N

1 Watt average

1000 Watts peak
-20° C to +85° C BNC, TNC, N or SMA BNC, TNC, N or F

57Z-2G  /  75Z-2G   BNC

57Z  /  75Z  BNC
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