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RECOMMENDED MOUNTING HOLE

FIG 2:

FIG 2:

FIG 1:

FIG 1:

RECOMMENDED
MOUNTING HOLE

PART No. "A" "B" "C" "D" "E" "L1" "L2" PANEL THICKNESS FIG

BPE-SC-1-01 21.5 +0.6 -0 
[.85 +.024 -0] 12.8 [.50]

12 [.47] 9.3 [.37]

1.5 [.059]

13 [.512]
9.5 [.374] 1.4 - 3.5 [.550 - .138]

1

BPE-SC-2-01 16 [.63]

BPE-SC-3-01 34.7 [1.37] 25.8 [1.02] 26 [1.024]

BPE-RJ45-01 17.7 [.70] 14.7 [.58] 22 [.87] 19.1 [.75] 19.3-20 
[.760-.787] 

14.9-15 
[.587-.591]

0.75[.030], 1.2[.050], 
1.6[.060],

2.7 [.110], 3.5 [.140]

BPE-LC-D-01 15 [.59] 13.2 [.52] 15 [.59] 13.2 [.52] 2 [.078] 13.5 [.532] 13.5 [.532]
0.75[.030], 1.2[.050], 

1.6[.060],
2.7 [.110], 3.75 [.148]

BPE-ST-1-01 Ø12 [.47] Ø9.2 [.36] Ø12 [.47] 7.7 [.30] 1.5 [.059] Ø9.4 [.370] 7.9 [.311] 1.4 - 3.5 [.055 - .138] 2
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