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Specifications:

8-100 Circuits

Insulator material

Operating Temp. Range

Terminal Material

Plating

Max. Current Rating

Voltage Rating

Dielectric Strength

: Black High Temp. Plastic

: Brass

: Contact-Gold Plated

: 1.0 A

: 150V AC

: 500V (Min. 60 seconds)

127108MH Series
Mates with SUYIN 127150,127151, Series

Order Information

Recommended P.C.B. Layout

ABLE 1.27X1.27mm DUAL ROW HEADER DOUBLE PLASTIC ADJUST
(FOR BOARD TO BOARD TYPE)

Dimensional Information
SUYIN P/NO. DIM.A DIM.B SUYIN P/NO. DIM.A

36.06

37.33

38.60

39.87

41.14

42.14

43.68

44.95

46.22

47.49

48.76

50.03

51.30

52.57

53.84

55.11

56.38

57.65

58.92

60.19

61.46

62.73

64.00

DIM.B

34.29

35.56

36.83

38.10

39.37

40.64

41.91

43.18

44.45

45.72

46.99

48.26

49.53

50.80

52.07

53.34

54.61

55.88

57.15

58.42

59.69

60.96

62.23

1 2 3 46 5

1. 'H' : Pin Header With Straight

    Type For Various Stacker Height

2. No. of Pins

3. Plating

4. Color  'Z' : Black

5. Package

    'O' : Slim Box Package Without CAP

6. "H1" Indicate Pin Length
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