
E1/T1/ PRI/CEPT Dual Transformer Modules

Features
• SMD design ideal for pick and place compatability while

providing unrivaled coplanarity
• controlled parameters ensure full compliance with

ITU-T G.703 when matched with recommended IC
• ideal for all 1.544 and 2.048 Mbs interface applications
• manufactured in an ISO-9001:2000, TS-16949:2002

and ISO-14001:2004 certified Talema facility
• 1500Vrms minimum isolation voltage
• extended operating temperature: -40° to +85°C
• fully RoHS compliant and meets lead free reflow

level J-STD-020C

Electrical Specifications @ 25°C            Turns Ratio: Bold = IC side windings
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A001-JGM :tc1 c24.2 t 2.1 93.0 49.0 21-01&6-4 :tc1 tc24.2 2.1 93.0 49.0 9-7&3-1 A

A101-JGM :tc1 tc2 2.1 93.0 77.0 21-01&6-4 :tc1 tc1 2.1 93.0 93.0 61-81&22-42 A

A201-JGM tc1 c51.1: t 2.1 93.0 44.0 21-01&5-4 :tc1 tc51.1 2.1 93.0 44.0 21-01&3-1 A

A301-JGM :tc1 tc2 2.1 93.0 77.0 21-01&6-4 :tc1 c2 t 2.1 93.0 77.0 9-7&3-1 A

A401-JGM :tc1 tc3.2 2.1 93.0 09.0 21-01&6-4 :tc1 tc1 2.1 93.0 93.0 61-81&22-42 A

A501-JGM :tc1 tc63.1 2.1 93.0 35.0 21-01&6-4 :tc1 tc2 2.1 93.0 77.0 61-81&22-42 A

A601-JGM :tc1 tc63.1 2.1 93.0 35.0 21-01&6-4 :tc1 tc1 2.1 93.0 93.0 61-81&22-42 A

A701-JGM :tc1 tc51.1 2.1 93.0 44.0 21-01&6-4 :tc1 tc2 2.1 93.0 77.0 9-7&3-1 A

B801-JGM :tc1 tc4.2 2.1 93.0 49.0 21-01&3-1 :tc1 tc1 2.1 93.0 93.0 61-81&91-12 B

B901-JGM :tc1 tc14.1 2.1 93.0 85.0 21-01&3-1 :tc1 tc14.1 2.1 93.0 85.0 61-81&91-12 B

B011-JGM :tc1 tc2 2.1 93.0 77.0 21-01&3-1 :tc1 tc2 2.1 93.0 77.0 61-81&91-12 B
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Surface Coplanarity will be 0.004(0.10) maximum
Dimensions: Inches (Millimeters)
Tolerance: ±0.010 (0.25) unless specified otherwise
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