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RCA JACKS
GANGED & STACKED

RCA SERIES

RCA-7

Recommended PCB Layout (Bottom View)

RCA-8

Recommended PCB Layout (Bottom View)

RCA-9

Recommended PCB Layout (Bottom View)
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RCA-9-4-Y/R



Adam Technologies, Inc.

909 Rahway Avenue • Union, New Jersey 07083 • T: 908-687-5000 • F: 908-687-5710 • WWW.ADAM-TECH.COM212

.709 
[18.00]

1.378 [35.00]

1.043
[26.50]

.551
[14.00]

.043 [1.10]
.315
[8.00]

.197 [5.00]

ø.327 
[8.30]

ø.402 
[10.20]

.059 [1.50]

.307
 [7.80]

.276 [7.00]

.404 [10.25]

.453 
[11.50]

1.346 [34.20]

.128
[3.25]

.315 [8.00]
.315 [8.00]

.709 
[18.00]

.295
[7.50]

ø.094
[2.40]

.049 
[1.25]

CIRCUIT TYPE 4

CIRCUIT

1

3

2

1

3

2A

B

PCB EDGE

.709 
[18.00]

.709 
[18.00]

2.047 [52.00]

1.043
[26.50]

.551
[14.00]

.043 [1.10]
.709

[18.00] .315
[8.00]

.197 [5.00]

ø.327 
[8.30]

ø.402 
[10.20]

.307 
[7.80]

.276 [7.00]

.404 [10.25]
.453 

[11.50]

.128
[3.25]

.315 [8.00]

.709 
[18.00]

.709 
[18.00]

.295 [7.50]

ø.094
[2.40]

.049 
[1.25]

ø.051 [1.30]

.118x.067
[3.00x1.70]

CIRCUIT TYPE 4

CIRCUIT

1

3

2

PCB EDGE

.118x.067
[3.0x1.7]

ø.051 [1.3]

3

2

1

2

3

1
.059 [1.5]

2.06 [52.2]

.315 
[8.00]

RCA JACKS
GANGED & STACKED

RCA SERIES

RCA-10

Recommended PCB Layout (Bottom View)

RCA-11

Recommended PCB Layout (Bottom View)

RCA-10-4-W/R

RCA-11-4-Y/W/R


