
 

IQ Mixer 
Dimensions 
 
HDM50123-0900-G 

Unit : mm

I 
HDM50123 
 
 
 
 
 

XXX 

GND
Lo IN 
GND 
Rf IN 
GND 
(Q)  OUT

GND 
Q( )  OUT 
GND 

15.0±0.3 4.9 max. 2.0 20-1.5

General Specifications 

Frequency 
Range 
[ MHz ] 

Lo Power 
[ dBm ] 

Conversion
Loss 
[ dB ] 

I/Q
Balance

[ dB ] 

1 dB
Compression

[ dBm ] 

Isolation
[ dB ] 

Impedance 
[ Ω ] 

Max. Input
Power 
[ W ] 

Rf IN : 800 ~ 1000 
Lo IN : 700 ~ 1100 

IQ OUT : DC ~ 100 
+10 t yp. 

13 max.

10 t yp.
2.0 max.
0.5 t yp.

0 min.

Lo - Rf : 20 min. 
Lo - I/Q : 20 min. 
Rf - I/Q : 10 min. 

50 1

Working Temperature Range  −30 ~ +85  C

I(Q)   OUT 

0 / 0 deg. 
Splitter 

ATT
 

 
 
ATT

0 / 90 deg.
3dB HYB Lo  IN 

Q(I)   OUT 

Schematics 

American Accurate Components, Inc. 
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                        SMT RF Frequency Mixer Double Balance 
 

                        The content of this specification may change without notification 09/18/08 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

                       188 Technology Drive, Unit H, Irvine, CA 92618 
                                                                                 TEL: 949-453-9888  FAX: 949-453-8889 


