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D im en sion s in  M i ll im ete rs a nd  ( Inc he s)
C ONFORM S  TO J ED EC  OUTLINE  TO-247 AC (TO-3P )  

-  D  -
5 .30 ( .209)
4.70 ( .185)

3.65 ( .143)
3.55 ( .140)

2.50 ( .089)
1.50 ( .059)

4

3X
0.80 (.031)
0.40 (.016)

2.60 ( .102)
2.20 ( .087)3.40 ( .133)

3.00 ( .118)

3X

0.25 (.010) M C A S

4.30 ( .170)
3.70 ( .145)

-  C -

2 X
5.50 ( .217)
4.50 ( .177)

5.50 ( .217)

0.25 ( .010)

1.40 ( .056)
1.00 ( .039)

DM MB
- A -

15.90 ( .626)
15.30 ( .602)

-  B -

1 2 3

20.30 (.800)
19.70 (.775)

14.80 ( .583)
14.20 ( .559)

2.40 ( .094)
2.00 ( .079)

2X

2X

5.45 ( .215)

*

NOTES:
     1   D IMENSIONS & TOLERANCIN G
         PER ANSI Y14.5M, 1982.
     2   C ONTR OLLIN G D IM ENSION  : INCH .
     3   D IMENSIONS AR E SHOW N  
         M ILLIM ETERS (INCH ES).
     4   C ONFORM S T O JED EC  OU TLIN E
         T O-247AC .

LEAD ASSIGN MENT S
     1 -  GATE
     2 -  C OLLEC TOR
     3 -  EMITT ER
     4 -  C OLLEC TOR

* LONGER LEAD ED  (20m m) 
VER SION AVAILABLE (TO-247AD)
TO OR DER ADD "-E" SUF FIX
TO PART  NUM BER

Case Outline — TO-247AC

Notes:
�Repetitive rating: VGE=20V; pulse width limited by maximum junction

temperature (figure 20)

�VCC=80%(VCES), VGE=20V, L=10µH, RG= 5.0Ω (figure 19)

�Pulse width ≤ 80µs; duty factor ≤ 0.1%.

�Pulse width 5.0µs, single shot.
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