
.....     RCD  CP101

� Ultra-precision performance and evironmental stability
� Tolerances to 0.1%, matching to 0.05%
� Temperature coefficients to ±5ppm, TC tracking to ±1ppm
� Custom configurations available
� For tighter tolerances, mixed values, custom circuits, etc.,
     refer to DSN Series

PRECISION THIN FILM SIP NETWORKS

CP SERIES

Unsurpassed performance levels!
RCD’s CP Series conformal coated SIPs were developed to
offer performance levels unattainable in thick film networks.
Series CP networks meet the need for ultra-precision require-
ments when product reliability is a must.  Pricing remains
competitive due to automated production.
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POWER RATINGS

* 5 and 10ppm available, consult factory.

STANDARD CONFIGURATIONS
(Custom configurations available.)
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 FA084     Sale of this product is in accordance with GF-061. Specifications subject to change without notice.

RCD Components Inc, 520 E.Industrial Park Dr, Manchester, NH, USA 03109 rcdcomponents.com Tel: 603-669-0054  Fax: 603-669-5455  Email:sales@rcdcomponents.com 

37

DIMENSIONS
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PERFORMANCE SPECIFICATIONS, Typical

Configuration No. 1 Configuration No. 2

1 1

Configuration No. 6

1

. . . . . . .

CP    08    1          -    51R1  - C   B   25  W

Temperature Coefficient: 5=5ppm, 52=5ppm abs/2ppm track, 51=5ppm
abs/1ppm track, 10=10ppm, 105=10ppm abs/5ppm track, 25=25ppm,
255=25ppm abs/5ppm track, 50=50ppm, 510=50ppm abs/10ppm track

RCD Type

Tolerance: B=±0.1%, C=0.25%, D=0.5%, F=1%, G=2%, J=5%

Custom Modification Letter
(Assigned by RCD to indicate matched sets, special
T.C., custom marking, etc.; leave blank for standard)

Configuration Number

Number of Pins

Packaging: B = Bulk

Resis. Code: ≤≤≤≤≤1%: 3 signif. figures & multiplier,
e.g.  10R0 = 10Ω,1000 = 100Ω, 1001 = 1KΩ, 1002 =10KΩ
Resis. Code 2% - 5%:  2 signif. figures & multiplier, e.g.
100 = 10Ω, 101 = 100Ω, 102 = 1KΩ, 103 = 10KΩ

Termination: W= Lead-free, Q= Tin/Lead (leave blank if either is acceptable)

P/N DESIGNATION:

 RoHS

Term.W is
RoHS
compliant
& 260°C
compatible
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