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A

Maximum attenuation level (dB) (dB)
Insertion lossTaper B Except B

Standard
type

CP
CP type

Type Travel Model Lever styleTerminal style Micro SW

Master Type Slide Potentiometers

Features

A small back lash provides an excellent operation feel-
ing and high-precision characteristics (gang error,
taper, etc.).
Blind construction by crank lever.
Version with micro switch available.
CP (conductive plastic) type has realized for 300,000
times sliding life.
Applications

Master volume control in high-grade audio equipment,
fader for studio mixer, etc.

Products Line

60,100mm

Single- unit

2
Dual-unit

Single- unit

2
Dual-unit

RS60K11
RSA0K11
RS60K12
RSA0K12
RS60K11
RSA0K11
RS60K12
RSA0K12

1
4
9-2(8.2L)

Lead type

Connector type

JST S4B-EH

JST S9B-EH

Available

70 min. 100 min. 0.1 max.

1. Attenuation is specified for residual resistance.
2. For the specification details, see the common

specifications on page and the following pages
122 and after.

BOX NO.5454-52
P19 P20

Minimum packing unit 100pcs.

8.2

Type of Lever

Configuration code

Dimensions
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Unit : mm

Maximum attenuation level/Insertion loss

F shows the specification recommended by ALPS.
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Master Type Slide Potentiometers

CP dB Resistance taper of master CP type (dB regulated)

Taper A

RS60K
(mm) 9.6 ± 0.5 14.4±0.5 25.2±0.5 40.8±0.5

10±1

68±0.5

10±1

43±0.5

10±1

62±0.5 75±0.5

10±1

87±0.5

5±115±1.5

20±1.5

42±0.5

20±1.5

30±0.5

20±1.5

50±0.5

20±1.5

40 ± 3

40 ± 3

40 ± 3

30±2

24±0.5

30±2

20±0.5

30±2

24.3±0.5

40±3

16 ± 0.5

12 ± 0.5

16.4±0.5

50 ± 4.5

(dB)

(mm)

(dB)

(mm)

(dB)

(mm)

(dB)

RSA0K

RS60K

RSA0K

Taper D

1. Measuring position with terminal 1 side as a
starting point.

2. For the resistance taper for the standard type,
please confirm P.123 common specifications.

Dimensions and terminal layout Unit : mm

Standard type
RSHHK

CP (Conductive plastic) 
RSHHK

Z

13.9

7 1
S(travel)

Mounting surface

3 1 2

32
L1

Terminal No.

A
B 2-M3

6 -ø1.8 hole

Circuit diagram

3 1 2

The single unit is not provided with 
terminals (1)(2)(3).

Dimensions

Model
RS60K
RSA0K

S A B

60 80 92.6
100 120 132.6

123

1 23

S(travel)
Mounting surface

32
L1

Terminal No.

13.9

7 1

(9
.6

)

Connector  (2.5mm pich)

A
B 2-M3

31G2E

Circuit diagram

3 1 2

The single unit is not provided with 
terminals E(3)(1)(G)(2) . 

Dimensions

Model

RS60K

RSA0K

S A B

60 80 92.6

100 120 132.6

G E

1G23

1G23


