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CHARACTERISTICS   TC = 25 OC 

SYMBOL TEST CONDITIONS MINIMUM TYPICAL MAXIMUM UNITS 
BVCBO IC = 10 mA 40   V 
BVCEO IC = 50 mA 24   V 
BVEBO IE = 100 µA 3.3   V 

IEBO VEB = 2.0 V   10 µA 
ICES VCE = 32 V   200 nA 
ICBO VCB = 20 V   100 nA 
HFE VCE = 18 V           IC = 110 mA 15  85 --- 

CCB VCB = 10                                              f = 1.0 MHz  0.70  pF 
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LINEAR POWER TRANSISTOR 

HXTR5104

DESCRIPTION: 
The ASI HXTR5104 is a Common 
Base Device Designed for high 
poutput power and gain at VHF, UHF, 
and microwave frequency applications.  
 
FEATURES INCLUDE: 
• High Gain 
• Hermetic package 
• High power output 

MAXIMUM RATINGS 
IC 250 mA 

VCBO 45 V 

VCEO 27 V 

PDISS 4.0 W @ TC = 25 °C 

TJ -65 °C to+200 °C 

TSTG -65 °C to+200 °C 

θJC 44 °C/W 

PACKAGE STYLE 100 4L 

 
 


