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PART NUMBER
DIM
"A"

TERMINAL
TYPE

COLLAR &
FLANGE NUT
FINISH

508-7438-504
.865

[21,74]
FIG. 1 BLACK ANODIZE

508-7438-604
.865

[21,74]
FIG. 1 CLEAR ANODIZE

508-7445-504
.942

[23,92]
FIG. 1 BLACK ANODIZE

508-7445-604
.942

[23,92]
FIG. 1 CLEAR ANODIZE

508-7538-504
.834

[21,18]
FIG. 2 BLACK ANODIZE

508-7538-604
.834

[21,18]
FIG. 2 CLEAR ANODIZE

508-7545-504
.920

[23,37]
FIG. 2 BLACK ANODIZE

508-7545-604
.920

[23,37]
FIG. 2 CLEAR ANODIZE

508-8738-504
.848

[21,54]
FIG. 3 BLACK ANODIZE

508-8738-604
.848

[21,54]
FIG. 3 CLEAR ANODIZE

508-8745-504
.934

[23,72]
FIG. 3 BLACK ANODIZE

508-8745-604
.934

[23,72]
FIG. 3 CLEAR ANODIZE

NOTES:
 
1. DIALIGHT PART NUMBERS: 508-74XX-504, 508-74XX-604,
   508-75XX-504, 508-75XX-604, 508-87XX-504 & 508-87XX-604.
2. MAXIMUM PANEL THICKNESS: .156"
3. RECOMMENDED MOUNTING HOLE SIZE: .380 �#.002".

FIG.2 - SOLDER CUP TERMINALS

FIG.1 - SOLDER BLADE TERMINALS

COLLAR
SEE TABLE FOR FINISH

FLANGE NUT, KNURLED
SEE TABLE FOR FINISH

INTERNAL TOOTH LOCKWASHER
WHITE NICKEL FINISH

HEX NUT
BRASS, WHITE NICKEL FINISH

3/8-32 NEF
THREAD

ALUMINUM MOUNTING BUSHING
BLACK ANODIZE FINISH

FIG.3 - TURRET TERMINALS


