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Audio Patchcords: specify color when ordering: red, black, yellow, green, blue, or purple

Color 12” 18” 24” 36” 48”

APC3-12 APC3-18 APC3-24 APC3-36 APC3-48

looping Plug
Audio (Hair Pin)
Plain ......................... ALP3/ALPL3

Audio/Video Patch Cord
Violet, 75Ω WE, .090” Center Pin

AVPCW-L-75 AVPC-L-50 B = .625 C = 3.485
AVPCLW-L-75 AVPCL-L-50 B = 1.000 C = 3.765

Single Audio Jack
3 Circuit Normaling
JJO-42 Type ..................... M641/3-2

Dual Audio Jack
3 Circuit Normaling
WECo 482A Type ................. MT389

Audio Patch Cords
3-Circuit ........ See table below

Replace “L” with length in inches.

Looping Plugs
Handle: B=1.51"  C=.625"  D=1.20" Center Pin 50 Ω RCA
Plain .070" LP-Z
Pinch .070" LPP-Z
Test Point Single .070" LPTP-Z
Test Point Dual .070" LP2TP-Z
BNC Monitor .070" LPA-Z

Handle: B=1.51"  C=1.00"  D=1.57" Center Pin 50 Ω RCA
Plain .070" LPL-Z
Test Point Single .070" LPLTP-Z
BNC Monitor .070" LPLA-Z

Handle : B=1.25"  C=.625"  D=1.20" Center Pin 75 Ω WE
Plain .090"  LPW-Z
Pinch .090"  LPPW-Z
Test Point Single .090" LPWTP-Z
Test Point Dual .090"  LPW2TP-Z
BNC Monitor .090" LPWA-Z

Handle: B=1.25"  C=1.00" D=1.57" Center Pin 75 Ω WE
Plain .090" LPLW-Z
Test Point Single .090" LPLWTP-Z
BNC Monitor .090" LPLWA-Z

Handles are color coded:
Green = 50Ω     Violet = 75 Ω     White = 93 Ω

Audio patching & standard coax looping plugs

.438 
DIA

.562 MAX LUG SPREAD
PERMITTED

.156 DIA HOLE2.9375 MAX

.5625

.156 DIA HOLES

.625 1.375

T
R

O
M

P
E

T
E

R
E

LE
C

T
R

O
N

IC
S

A

2.155

3.456

B

ALP3 A = 1.200 B = .625
ALPL3 A = 1.570 B = 1.000

2.250

C

T
R

O
M

P
E

T
E

R
E

LE
C

T
R

O
N

IC
S

D

B

PJ051A TYPE PLUG TIP RING SLEEVE TYP

"L"
LENGTH IN INCHES

3.200

.425 
DIA 
TYP

C

3.401
"L"

LENGTH IN
INCHES

B

Standard Coax Looping Plugs...

Plain Handle Shown

BNC Monitor

Pinch

Test Point


