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JT07 (MS27337) – solder
jam mounting receptacle

H .059 dia. min. 3 lockwire holes
• “D” shaped mounting hole dimensions.
* To complete order number see page 7.

** Panel thickness
† O Ring not furnished with MS27337

All dimensions for reference only.

Shell
Size

A•
+.000
–.010

C
Max.

F
Min.

F1

+.010
–.025

H
+.017
–.016

L
Max.

M
±.005

N
+.001
–.005

S
±.016

T •
+.010
–.000

KK
Max.

RR
Thread

Class 2A
8 .830 1.390 .312 .125 1.062 .666 .438 .473 1.250 .884 .812 .8750-20UNEF

10 .955 1.515 .429 .188 1.188 .666 .438 .590 1.375 1.007 .875 1.0000-20UNEF
12 1.084 1.640 .543 .312 1.312 .666 .438 .750 1.500 1.134 1.000 1.1250-18UNEF
14 1.208 1.765 .668 .375 1.438 .729 .438 .875 1.625 1.259 1.125 1.2500-18UNEF
16 1.333 1.953 .793 .500 1.562 .729 .438 1.000 1.781 1.384 1.188 1.3750-18UNEF
18 1.459 2.031 .894 .625 1.688 .729 .438 1.125 1.890 1.507 1.438 1.5000-18UNEF
20 1.576 2.156 1.019 .625 1.812 .765 .464 1.250 2.016 1.634 1.438 1.6250-18UNEF
22 1.701 2.280 1.144 .750 2.000 .765 .464 1.375 2.140 1.759 1.625 1.7500-18UNS
24 1.826 2.405 1.269 .800 2.125 .828 .464 1.500 2.265 1.884 1.719 1.8750-16UN

JT08 – solder
90° plug

*JT07P-XX-XXX  (MS27337P)
*JTN07P-XX-XXX

*JT07A-XX-XXX 
*JT07C-XX-XXX
*JTN07A-XX-XXX
*JTN07C-XX-XXX

*JT07A-XX-XXX(SR)
*JTN07A-XX-XXX(SR)  
*JTN07C-XX-XXX(SR)

* To complete order number see page 7.

All dimensions for reference only.

Shell
Size

H
Min.

K
Min.

L
Max.

Q
Max.

FF
Max.

8 .396 .126 .891 .734 .391
10 .532 .141 .906 .844 .438
12 .694 .173 .938 1.016 .516
14 .814 .266 1.031 1.141 .594
16 .985 .423 1.188 1.265 .656
18 1.006 .485 1.250 1.391 .719
20 1.130 .547 1.312 1.500 .781
22 1.255 .610 1.375 1.625 .844
24 1.380 .673 1.516 1.750 .906

*JT08P-XX-XXX 
*JTN08P-XX-XXX  


