
21

MSH/MPH seriesMSH/MPH series

Standard receptacle E43 - E44

Dimensions

Panel cutE43

E44

(1) For thread pitch values, see bulkheads table.
(2) For “J” seal dimensions, see plugs F1 and FZ table.

Rear assembly
Thickness: 4 max.

Front assembly

Section of board
Rear assembly

Thickness: 4 max.

Front assembly
(The backshell is installed after assembly 

of the receptacle)

Shell (1) Ø A 
Ø B

Ø C
D E F Ø G Ø H

Ø K
L Ø M Ø N

Size Max Max Max

16 26,1 38 25,1 33,5 46,5 22 26,2 3,2 24,3 70 25,2 24,4 

17 30,1 45 30,2 33,5 46,5 27 30,2 3,2 27,8 70 30,3 27,9 

18 34,4 46 33,6 33,5 46,5 28 34,5 3,2 32,3 66,5 33,7 32,4

20 37,4 49 36,4 33,5 46,5 30 37,5 3,2 35,3 70 36,5 35,4

22 41,5 53 40,6 33,5 46,5 33 41,6 3,2 38,3 70 40,7 38,4

24 44,4 56 43,5 33,5 46,5 35 44,5 3,2 41,8 70 43,6 41,9 

26 47,2 59 46,3 33,5 46,5 37 47,3 3,2 44,8 70 46,4 44,9

28 62,5 78 59,8 34 50 48,5 62,6 5,2 58,3 70,5 59,9 58,4


