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MILLIMETERS (mm)1000  Parkers Lake Road, Wayzata, MN 55391, (952) 475-1173, www.schottcorp.com

.XX = ± .01INCHES  /  DECIMAL
TOLERANCES UNLESS

OTHERWISE SPECIFIED
.XX = ± 0.20

ANGLES ± 1°.XXX = ±.005

REV

SH

ATRANSFORMER, POWER 
AGENCY APPROVAL:   NA

PN 36410

SPECIFICATIONS:
TEMP CLASS:  130°C

1. INDUCTANCE: @ 0.1Vrms, 10 KHz
        1-6 = 2-5 = 98.81µH TO 113.69 µH (106.25 ±7.5%)
        1-6 - 2-5 = 395.25 µH  TO 454.75µH (425.0 ± 7.5%)

    INDUCTANCE MATCH 1-6 = 2-5 within 6%
         @ -40°C 1-6 = 2-5 = -6% Additional Tolerance
         @ +85°C 1-6 = 2-5 = +2% Additional Tolerance

2. TURNS RATIO:  1-6 : 2-5 = 1 : 1 ± 1%

3. DC RESISTANCE:  OHMS MAX
         1-6  = 3.8

4. HIPOT:  50 VAC, 60 Hz, 2 SECONDS
         PIN 1 TO 2

5. SRF: 1-6 = 2-5 > .9 MHz
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NOTE:
COPLANARITY < .004 (0.10)


