
.150 MAX 3.81 MAX

.014 .36

.025 .64

.052 1.32

.080 2.03

.520 13.21

(.194 )4.93
TO TIP OF CABLE

INNER CONDUCTOR
AFTER ASSEMBLY

®®

.060 1.52

.200 5.08

RECOMMENDED CABLE TRIM DIMENSIONS
BOTTOM CONTACT HERE

NOTES: UNLESS OTHERWISE SPECIFIED
     1. FOR GENERAL SERIES SPECIFICATIONS, SEE SD47-0000.

     2. MATERIAL SPECIFICATIONS:
RETAINING RING: COPPER ALLOY
ALL OTHER METAL PARTS: BRASS PER ASTM B16
INSULATOR: TEFLON PER ASTM D1710

     3. FINISH SPECIFICATIONS:
BODIES AND RETAINING RING: .000015MIN GOLD PER ASTM B488 
               OVER .000080 MIN NICKEL PER AMS-QQN-290.
CONTACT: .000030MIN GOLD PER ASTM B488 
                   OVER .000080 MIN NICKEL PER AMS-QQN-290.

     4. ELECTRICAL SPECIFICATIONS:
FREQUENCY RANGE: DC-6GHz

     5. CONTACT SHIPPED LOOSE.

     6. DESIGNED FOR USE WITH .047 SEMI-RIGID CABLE OR EQUIVALENT.

CATALOG P/N: 470-500-0471H 
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MMCX STRAIGHT PLUG
FOR .047 SEMI-RIGID CABLE

REV
B

PER ASME Y14.5M-1994
UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES [MM]
TOLERANCES:
DECIMAL: .XX ± .01 [0.3]
                  .XXX ± .005 [0.13]
                  .XXXX ± .XXXX
ANGLES: ± 2°                          SCALE: 8:1
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