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Features

Specifications

 DVI-D Out Port Connector Hot-plug Detection 

 DVI Supports SXGA Resolution Display

 TV-out Supports NTSC/ PAL Formats

 TV-out Supports Graphics Resolutions up to 

1024 x 768 Pixels 

 S-Video Connector Support 

 Dual LVDS Channels Support Pixel Rate up to 

330M Pixels/sec, Dual 12-bit Inputs Together 

 Panel Fitting Scale Up to 1600 x 1200 Pixels

System

Form Factor AGP Digital Display DVO Card

Chipset Chrontel CH7017 & CH7009

DVI Port Standard DVI-D signal, supports SXGA resolution display

TV-out AV YC Connector for PAL/ NTSC format

LVDS Out DF13-30P Connector supports LVDS pixel rate up to 330M pixels/sec

DVO Support I845G or I865G-based, I855GME Business Desktops and APCI Card

Expansion Interface AGP/DVO Interface

Power Requirement From AGP Slot

Operating Temperature 32˚F~ 122˚F (0˚C ~ 50˚C)

EMC CE/ FCC Class A

TF-PER-V100-A10-01  • 
AGP DVO Card, LVDS+TV-out, Rev A1.0

TF-PER-V100-A10-02  • 
AGP DVO Card, DVI+TV-out, Rev A1.0

Ordering Information

PER-V100
Chrontel CH7017 AGP DVO Card

Quick Installation Guide• 
PER-V100• 

Packing List


