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The Central Semiconductor CMUDM7004 and CMUDM8004 
are complementary Enhancement-mode MOSFETs featuring 
Low rDS(on) and Low Threshold Voltages. The devices have 
closely matched reverse voltage, drain current and gate 
threshold ratings, making them the ideal MOSFET pair for 
complementary applications.

To order samples of these devices visit:
www.centralsemi.com/info/CMUDM

Order your selection guide today. 
Visit: web.centralsemi.com/search/sample.php
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  • High speed pulsed amplifiers
  • Load/Power switches
  • Power supply converter circuits
  • Power management
  • Motor drives

Applications:

  • Closely matched reverse and forward characteristics
  • Energy efficiency
  • Integrated transient protection

Benefits:

  • ESD protection up to 2kV
  • Low rDS(ON)
  • Low threshold voltage
  • Logic level compatible
  • Low gate charge

 Features:

Samples and Literature

CMUDM7004 (N-Channel)
CMUDM8004 (P-Channel)
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PB CMUDM7004

For further information contact:
Sales at Central Semiconductor Corp.

(631) 435-1110 or visit:
www.centra lsemi .com
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Mechanical Drawing - SOT-523

Pinouts

Packaging Base

Tape Dimensions and Orientation
(Dimensions in mm)

 7” Reel = 3,000 pcs. (add TR suffix to part number)

Reel Packing Information

Sample devices available upon request. To order samples of these devices visit: www.centralsemi.com/info/CMUDM

Reel
Size

Reels per Box
(Maximum)

Parts per Box
(Maximum)

Box Dimensions Shipping Weight (Max.)

INCH CM LB KG

7”

9
18
40
108

27,000
54,000
120,000
324,000

9x9x5
9x9x9
21x9x9

27x9x17

23x23x13
23x23x23
53x23x23
69x23x43

3
6

13
34

2
3
6
16

Tape Width: 8mm

Direction of Unreeling

MARKING CODEs 
CMUDM7004: 74C
CMUDM8004: 84C

Bottom View

* Devices are taped in 
accordance with 

Electronic Industries 
Association Standard 

EIA-481-1-A 

Bottom Views

N-Channel P-Channel

Lead Code:
1) Gate
2) Source
3) Drain

Lead Code:
1) Gate
2) Source
3) Drain
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