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.100" (2.54 mm) 
IDC Connector

PART NUMBER LEGEND

130X-XXX-4XX
 WIRE GAUGE  (SEE TABLE 2)
 NUMBER OF POSITIONS 

(SEE TABLE 1)

 FOR STANDARD INSULATOR
 0 = WITHOUT LOCKING RAMP & WITHOUT POLARIZING KEY 

1 = WITH LOCKING RAMP & WITH POLARIZING KEY 
2 = WITH LOCKING RAMP & WITHOUT POLARIZING KEY 
FOR EXTRA STRENGTH ENDWALL VERSION 
3 = WITHOUT LOCKING RAMP & WITHOUT POLARIZING KEY 
4 = WITH LOCKING RAMP &  WITH POLARIZING KEY 
5 = WITH LOCKING RAMP & WITHOUT POLARIZING KEY

 PLATING  (SEE NOTE 4)

1300 SERIES “JAGUAR”

Mates with 1100 Series Headers
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Mechanical

Insulator Material:  Glass reinforced nylon, type 6/6.   UL 
rating 94V-0, color coded unless otherwise specified.

Terminal Material:  Copper alloy – post tin plated.  
Additional platings available

Insertion Force:  Initial force to mate connectors
 .100” centers – .5 lbs /  circuit max.

Withdrawal Force:  Initial force, 2 oz. per circuit minimum

Terminal Retention:  Minimum retention in housing
 .100” centers – 6 lbs

Terminal Strength:  Axial tensile strength may vary with 
type of wire

 Wire Gauge (AWG) 22 24 26 28 30
 Average Pull (lbs.) 10 8 5 4 2
 Perpendicular pull out force, opposite direction of 

termination, will exceed 25% of axial strength

Notes

Agency Approvals:

 UL Component Recognition File E-48567

 Canadian Standards File 52212

Wire Gauge Guide:

 All Jaguar contacts use 7 strand PVC coated wire as 
a design basis.  Please use the following chart for 
recommendations when other wire gauges are specified.

 IDC
 Contact Recommended Wire Gauges
 Number (PVC Insulation)
 22 22 AWG/7 strand:  22 AWG/ 19 strand:  24 AWG/solid
 24 24 AWG/7 strand:  24 AWG/ 19 strand:  26 AWG/solid
 26 26 AWG/7 strand:  26 AWG/ 19 strand:  30 AWG/solid
 28 28 AWG/7 strand:  28 AWG/ 19 strand
 30 30 AWG/7 strand

Electrical

High Voltage Dielectric:  1500 V RMS for 60 seconds 
between adjacent terminals

Rated Voltage:  250 VAC

Rated Current:  
 .100” centers – 3.5 A

Temperature Rise:  30°C at rated current

Terminal Resistance:  measured across a mated terminal 
pair .100” centers – 8 mV at 1 amp

Ambient Temperature:  -40°C to +105°C

"JAGUAR" IDC Connectors
1300 & 1500 Series

(.100" Centers)

Specifications
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PART NUMBER LEGEND

930X-0XX-2XX
 WIRE GAUGE  (SEE TABLE 2)
 NUMBER OF POSITIONS 

(SEE TABLE 1)
 INSULATOR STYLE 

SIDE BY SIDE & END TO END STACKABLE
 CONTACT PLATING  (SEE NOTE 3)

.100" (2.54 mm) SIL IDC Connectors 
Side by Side and End to End Stackable

9300 SERIES, “Post/Boxe”

TABLE I

Mates with 9100 Series Headers

TABLE 2

TABLE 3

Part No. Suffix Recommended Wire Gauges

-222 22 AWG/7 strand; 22 AWG/19 strand; 
24 AWG/solid

-224 24 AWG/7 strand; 24 AWG/19 strand; 
26 AWG/solid

-226 26 AWG/7 strand; 26 AWG/19 strand; 
30 AWG/solid

-228 28 AWG/7 strand; 28 AWG/19 strand; 
30 AWG/solid-230
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PART NUMBER LEGEND

930X-1XX-2XX
 WIRE GAUGE  (SEE TABLE 2)
 NUMBER OF POSITIONS 

(SEE TABLE 1)
 INSULATOR STYLE 

WITH BACK POLARIZING RIBS
 CONTACT PLATING  (SEE NOTE 3)

.100" (2.54 mm) SIL IDC Connectors 
Back Polarizing Ribs

9300 SERIES, “Post/Boxe”

TABLE I

Mates with 9100 Series Headers

TABLE 2

TABLE 3

Part No. Suffix Recommended Wire Gauges

-222 22 AWG/7 strand; 22 AWG/19 strand; 
24 AWG/solid

-224 24 AWG/7 strand; 24 AWG/19 strand; 
26 AWG/solid

-226 26 AWG/7 strand; 26 AWG/19 strand; 
30 AWG/solid

-228 28 AWG/7 strand; 28 AWG/19 strand; 
30 AWG/solid-230
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PART NUMBER LEGEND

930X-2XX-2XX
 WIRE GAUGE  (SEE TABLE 2)
 NUMBER OF POSITIONS 

(SEE TABLE 1)
 INSULATOR STYLE 

WITH FRONT POLARIZING RIBS
 CONTACT PLATING  (SEE NOTE 3)

.100" (2.54 mm) SIL IDC Connectors
Front Polarizing Ribs

9300 SERIES, “Post/Boxe”

TABLE I

Mates with 9100 Series Headers

TABLE 2

TABLE 3

Part No. Suffix Recommended Wire Gauges

-222 22 AWG/7 strand; 22 AWG/19 strand; 
24 AWG/solid

-224 24 AWG/7 strand; 24 AWG/19 strand; 
26 AWG/solid

-226 26 AWG/7 strand; 26 AWG/19 strand; 
30 AWG/solid

-228 28 AWG/7 strand; 28 AWG/19 strand; 
30 AWG/solid-230
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PART NUMBER LEGEND

930X-3XX-2XX
 WIRE GAUGE  (SEE TABLE 2)
 NUMBER OF POSITIONS 

(SEE TABLE 1)
 INSULATOR STYLE 

WITH POLARIZING RIBS AND LOCKING LATCH
 CONTACT PLATING  (SEE NOTE 3)

.100" (2.54 mm) SIL IDC Connectors
Polarizing Ribs and Locking Latch

9300 SERIES, “Post/Boxe”

TABLE I

Mates with 9100 Series Headers

TABLE 2

TABLE 3

Part No. Suffix Recommended Wire Gauges

-222 22 AWG/7 strand; 22 AWG/19 strand; 
24 AWG/solid

-224 24 AWG/7 strand; 24 AWG/19 strand; 
26 AWG/solid

-226 26 AWG/7 strand; 26 AWG/19 strand; 
30 AWG/solid

-228 28 AWG/7 strand; 28 AWG/19 strand; 
30 AWG/solid-230
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Mechanical

Insulator Material:  Glass filled polyester, UL rating 94V-0
Terminal Material:  Copper alloy, post tin plated.             

Additional platings available.
Insertion Force:  Initial force to mate connectors.  10 oz. 

(287 grams) per circuit maximum.
Withdrawal Force 

 Initial force.  2 oz. (57 grams) per circuit minimum.
Terminal Retention 

Wire to Board (IDC & Crimp) Connectors: 
Minimum retention in housing  5 lbs.

Termination Strength 
Wire to Board (IDC & Crimp) Connectors:   
Axial tensile strength may vary with type of wire:

 Wire Gauge (AWG) 22 24 26 28 30
 Average Pull (lbs.) 10 8 6 4 2
Pin Push Force (9100 Series Headers):   

2 lbs (0.98 Kgrams min.)

Electrical

High Voltage Dielectric:  1500 V RMS for 60 seconds 
between adjacent terminals

Rated Voltage:  250 VAC
Rated Current:  3 A
Temperature Rise:  30°C at rated current
Operating Temperature: 

Wire to Board Connectors:  -55°C to +105°C 
Board to Board Connectors:  -55°C to +125°C

Wire Gauge Guide (Wire to Board IDC Connectors) :  
 All contacts use 7 strand PVC coated wire as a design basis.  

Please use the following chart for recommendations when 
other  wire gauges are specified.

 
IDC
Contact Recommended Wire Gauges
Number (PVC Insulation)  
22 22 AWG 7 strand:  22 AWG 19 strand:  24 AWG solid
24 24 AWG 7 strand:  24 AWG 19 strand:  26 AWG solid
26 26 AWG 7 strand:  26 AWG 19 strand:  30 AWG solid
28 28 AWG 7 strand:  28 AWG 19 strand
30 30 AWG 7 strand

Agency Approvals: 
UL Components Recognition File E-48567 
Canadian Standards Association File 52212

"POST/BOXE" 
9000, 9200, 9300, 9400 SERIES WIRE TO BOARD AND BOARD TO BOARD CONNECTORS 

(.100" CENTERS)

Specifications
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.156" (3.96 mm) 
IDC Connector

PART NUMBER LEGEND

3360-XXX-4XX
 WIRE GAUGE 

(SEE TABLE 2)
 NUMBER OF POSITIONS  

(SEE TABLE 1)
 HOUSING STYLE 

0 = W/O LOCKING RAMP 
1 = W/ LOCKING RAMP

3360 SERIES “JAGUAR”

TABLE 2

Mates with 3100 Series Headers

TABLE 1

PART NUMBER DIM. A
3300-002-500 .336 (8.53)
3300-003-500 .492 (12.50)
3300-004-500 .648 (18.46)
3300-005-500 .804 (20.42)
3300-006-500 .960 (24.38)
3300-007-500 1.116 (28.36)
3300-008-500 1.272 (32.31)
3300-009-500 1.428 (36.27)
3300-010-500 1.584 (40.23)
3300-011-500 1.740 (44.20)
3300-012-500 1.896 (48.16)
3300-013-500 2.052 (52.12)
3300-014-500 2.208 (56.08)
3300-015-500 2.364 (60.05)

OPTIONAL PROTECTIVE COVER

(SEE TABLE 2)
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"Jaguar" IDC Connectors 
3360 Series (.156" Centers)

Specifications
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IDC (1300, 1500, 9300 & 3300 Series) 
Application Tooling

The JT-103 hand tool provides automatic indexing and 
is best suited for prototypes or low volume production 
requirements.  A connector is inserted to the first contact 
position, a wire is placed in the termination slot, handle is 
then cycled to complete termination, with the connector 
automatically advancing to the next contact position.

This simple inexpensive tool is ideal for prototypes, repairs 
or field maintenance.  It will terminate discrete wires one at 
a time with simple hand pressure.

For production volume wire termination, this electric bench 
process offers several time saving features.  Manual 
actuation and automatic connector indexing provide up to 
1,000 wire terminations per hour.

Air presses are available for .100” and .156” centerline 
connectors.

.100” Center Card Edge, 1500 Series 
JT-101-100-CE

.100” Center, 1300 Series 
JT-101-100-ST

.100” Center Card Edge, 9300 Series 
JT-101-100-PB

.156” Center, 3300 Series 
JT-101-156-HC

.100” Card Edge, 1500 Series 
JT-103-100-CE

.100” Center, 1300 Series 
JT-103-100-ST

.100” Center, 9300 Series 
JT-103-100-PB

.156” Center, 3300 Series 
JT-103-156-HC

.100” Center, 1300 Series 
JT-11-100-ST

.100” Card Edge, 1500 Series 
JT-11-100-CE

.156” Center, 3300 Series 
JT-11-156-HC


