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 SPECIFICATIONS                   Power Connector   
  HM16 Series  

Vertical,  T/H Type  
4.2mm [.165"] Pitch 
 
 

Mechanical 
Contact Retention Force: 0.91 Kgf min. 
Durability: 500 Cycles 
 
Electrical 
Voltage Rating: 250V 
Current Rating: 5.0A per contact min. 
Dielectric Withstanding Voltage: 1500V AC 
Insulation Resistance: 1000MΩ min. 
 
Physical 
Housing: Thermoplastic, UL 94V-0 Rated in Ivory Color 
Contact: Copper alloy   
Plating: See “ORDERING INFORMATION” 
Operating Temperature: -45℃ to +105℃ 
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 ORDERING  INFORMATION  

    PRODUCT NO.:    H M 1 6 * * * - * * * * - * *
Header Series

Termination & Contact Type
No. Of Single Row Pos

S: Standard Product, Dim.E=3.40

02=4 Pos
03=6 Pos

Modification Code

Power Type

12=24 Pos

.

..

Plating Code

1= Gold Flash Plating
0 = 100u" Min. Matte Tin

7=15u" Gold  Plating

C:Light Blue
B:Black
A:Nature
Housing Color

E: Width Latch, Dim.E=Dim.C
K: Width Latch, Dim.E=7.60
F: Dim.E=24.30;Housing Covered Whith Cap
D: Dim.E=24.30;Housing Covered Whithout Cap
M: Chamfer Type II
N: Chamfer Type III

Peg&Pin Option See Figure Below

Package Type
0=None
1=Hard Tray
2=Hard Tray Pi Film
3=Hard Tray Cap
4=Soft Tray

Rohs Code

H:RoHs & Halogen Free
F:RoHs Product
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