
Siemens Matsushita Components 63

Kurzbeschreibung
■ Stromkompensierte Ringkern-Drosseln mit Ferritkern
■ SMD-Gehäuse flammhemmend nach UL 94 V-0
■ Geeignet für Reflowlötung (IR- und Vapor-Phase)

Maßbilder

Technische Daten und Bestellnummern / Technical data and ordering codes

Lieferform und Verpackungseinheiten
Blistergurt entsprechend DIN IEC 286 Teil 3, 
Rollenverpackung  ∅ 330 mm (siehe auch Seite 64).
Drosseln mit 4 Anschlüssen = 1500 Stück/Rolle
Drosseln mit 8 Anschlüssen = 500 Stück/Rolle
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Anschlüsse
Terminals

Anwendungen
Applications

Bestellnummer
Ordering code

Zweifach-Drosseln / Double chokes
0,011 0,050 0,5 0,12 7,1 × 6,0 × 5,2 4 CAN-Bus B82790-C0113-N201

  0,025 1,5 0,5 0,20   7,1 × 6,0 × 5,2 4 CAN-Bus B82790-S0253-N201
0,051 2,0 0,5 0,30 7,1 × 6,0 × 5,2 4 CAN-Bus B82790-S0513-N201
0,470 0,20 0,5 0,25 7,1 × 6,0 × 5,2 4 Telecom B82790-C0474-N215

  1,0 0,20 0,5 0,20   7,1 × 6,0 × 5,2 4 Telecom B82790-C0105-N240
  4,7 0,25 0,2 0,55   7,1 × 6,0 × 5,2 4 Telecom B82790-C0475-N265

4,7 0,25 0,5 0,40 11,5 × 10,5 × 7,3 8 Telecom B82790-C0475-N340
6,8 0,30 0,5 0,50 11,5 × 10,5 × 7,3 8 Telecom B82790-C0685-N340

10 0,40 0,2 1,10 11,5 × 10,5 × 7,3 8 Telecom B82790-C0106-N340
Vierfach-Drosseln / Quad chokes

0,47 0,15 0,5 0,25 11,5 × 10,5 × 7,3 8 ISDN/Telecom B82790-C2474-N315
1,0 0,20 0,5 0,25 11,5 × 10,5 × 7,3 8 ISDN/Telecom B82790-C2105-N340
4,7 0,30 0,2 0,80 11,5 × 10,5 × 7,3 8 ISDN/Telecom B82790-C2475-N340
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Empfohlene Geometrie der Lötflächen
Recommended solder pad layout

B82790-+0***-N2 B82790-+0***-N3 B82790-+2***-N3

Short description
■ Current-compensated ring core chokes with ferrite core
■ SMD package flame-retardant according to UL 94 V-0
■ Suitable for reflow soldering (IR and vapor phase)

Dimensional drawings

Delivery mode and packing units
Blister tape in accordance with IEC 286-3,
reel packing  ∅ 330 mm (see also page 64).
Chokes with 4 terminals = 1500 pcs/reel
chokes with 8 terminals  = 500 pcs/reel

Drosseln für Signal- und Datenleitungen
Chokes for signal and data lines
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