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Filament & L.V. Rectifier Use

OPEN STYLE

DUAL PRIMARY

FILAMENT & L.V. RECTIFIER USE TRANSFORMERS

• Primary 117/234 VAC, 50/60 Hz.

• All units have dual secondaries, can be connected as  center tapped or used individually

• Open style

• Minimum 6" long leads.

• Dual bobbin design - no electrostatic shield required.

• Class B insulation (130 degrees, C)

• Hi-Pot test of 2,000V RMS.

• UL listed (#  E50394) & CSA certified (# LR3902).

Primary 117/234 VAC 50/60 Hz.

Selection Table
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21F662 21F662 21F662 21F662 21F662 87.3 A3.0@V6.21 A6.0@V3.6 A 83.2 05.1 54.1 00.2 - 781.0
21J662 21J662 21J662 21J662 21J662 6.21 A1@V6.21 A2@V3.6 A 52.3 57.1 00.2 18.2 - 781.0
21L662 21L662 21L662 21L662 21L662 5.13 A5.2@V6.21 A5@V3.6 A 96.3 02.2 13.2 31.3 - 781.0
21N662 21N662 21N662 21N662 21N662 4.05 A4@V6.21 A8@V3.6 A 00.4 04.2 26.2 65.3 - 781.0
61J662 61J662 61J662 61J662 61J662 61 A1@V61 A2@V8 A 52.3 09.1 00.2 18.2 - 781.0
61L662 61L662 61L662 61L662 61L662 2.53 A2.2@V61 A4.4@V8 A 96.3 02.2 53.2 31.3 - 781.0
61M662 61M662 61M662 61M662 61M662 84 A3@V61 A6@V8 A 00.4 03.2 26.2 65.3 - 781.0
02G662 02G662 02G662 02G662 02G662 01 A5.0@V02 A1@V01 V 88.2 09.1 73.2 83.2 - 781.0
42G662 42G662 42G662 42G662 42G662 21 A5.0@V42 A1@V21 V 88.2 09.1 73.2 83.2 - 781.0
42J662 42J662 42J662 42J662 42J662 42 A1@V42 A2@V21 V 31.3 00.2 57.2 18.2 - 781.0
42L662 42L662 42L662 42L662 42L662 84 A2@V42 A4@V21 V 65.3 52.2 21.3 31.3 - 781.0
42N662 42N662 42N662 42N662 42N662 69 A4@V42 A8@V21 B 18.2 60.3 83.3 52.2 05.2 573.x302.
84J662 84J662 84J662 84J662 84J662 84 A1@V84 A2@V42 V 65.3 02.2 21.3 31.3 - 781.0
84L662 84L662 84L662 84L662 84L662 69 A2@V84 A4@V42 B 18.2 60.3 83.3 52.2 05.2 573.x302.
84M662 84M662 84M662 84M662 84M662 441 A3@V84 A6@V42 B 31.3 60.3 48.3 05.2 05.2 573.x302.
84N662 84N662 84N662 84N662 84N662 291 A4@V84 A8@V42 B 44.3 26.3 22.4 57.2 00.3 573.x302.
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Filament & L.V. Rectifier Use
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