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All dimensions in mm.
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Datamate Connectors
Female Crimp Extended Wall

 Extended Wall Datamate allows back potting to be performed.

 Polarised mouldings.

 Crimp contacts are rear insertable.

 Large bore 22AWG, small bore 24-28 AWG.

 Part numbers are for housings and the equivalent no. of contacts.

 Mates with male connectors shown on pages 18–24 and 26–27.

HOW TO ORDER

WITHOUT JACKSCREWS WITH JACKSCREWS

CRImp COnTACTS TOOlS

WIRE STRIppIng DETAIlS

ø 1.1 Max.

2.0 Nominal

Recommended Crimp Tool – M22520/2-01 
Positioner – T5747
Contact Insertion/Removal Tool – Z80-280 
See pages 61 to 62

  Instruction sheets available at www.harwin.com/Downloads/Instructions

FInIsh

05 Gold

M80  –  XXX  XX  05

ToTal no. oF ConTaCTs

Double Row 06, 10, 14, 20, 26, 34, 42

Contacts 00

seRIes Code

TyPe

011 Large Bore Contact 466 Small Bore, with jackscrews

013 Small Bore Contact 475 Large Bore, without jackscrews

465 Large Bore, with jackscrews 476 Small Bore, without jackscrews

CalCulaTIon

a B + 12

B Total No. of contacts – 2

C B + 7

Large Bore (22 AWG):

Small Bore (24-28 AWG):

7.45

SMALL BORE IDENT GROOVE

7.45

SMALL BORE IDENT GROOVE


