
MITSUMI

XM Antenna (for Car)
XMA-C1P6

OUTLINE

This car antenna receives U.S. satellite digital
radio broadcasts, and is for receiving XM
Satellite Radio’s broadcasts.  Specifications are
disclosed only to those manufacturers who have
agreements with XM Satellite Radio.

Wireless Communication Components

SPECIFICATIONS

Item Specifications
Receiving frequency range 2.3GHz

FEATURES

1. Receiving frequency:  2.3GHz
2. Single type:  Satellite waves and land waves on one output.
3. Can be installed outside the car (waterproof structure, magnetic)
4. External dimensions:  36 (W)    44 (D)    13.8 (H) mm
5. Connector:  SMB 
6. Cable length:  23 feet

*1   Pursuant to XM Satellite Radio standards.



MITSUMI

DIMENSIONS

XM Antenna (for Car)

44.2
35

.8
13

.8

7.4±5 (0.2913±0.1969inch)

7010±127 (23ft±5inch)
4-RUBBER PAD

XM LOGO STAMP

HEAT SHRINK TUBE (BLACK)

TOP COVER (COLOR: PANTONE426)

0.8D CABLE (BLACK)

SMB-LP CONNECTOR

BACK LABEL
LOGO PRUNT (COLOR: PANTONE426)

PATENT No.

NOTE
1. ALL DIMENSION UNITS ARE IN MM.

*For the technical details of the products in this page, please refer to RF / NETWORK Sales Div. Phone : 042-310-4707.


