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インサート式ストレートプラグ
Moulded Type Straight Plugs

TCP8700 Series ネジロックタイプ／Screw Lock Type

TCP8780

φ12

φ15.2

40

27

19

13

φ
8.

95

φA

φA=4.8mm
(TCP8500 Series)
Model No.

Number of Pin 3 4 5a 5b 5c 6 7 8a 8b

TCP8530 TCP8540 TCP8550 TCP8510 TCP8520 TCP8560 TCP8570 TCP8580 TCP8590

φA=3.8mm
(TCP8500 Series)
Model No.

TCP8531 TCP8541 TCP8551 TCP8511 TCP8521 TCP8561 TCP8571 TCP8581 TCP8591

φA=4.8mm
(TCP8700 Series)
Model No.

TCP8730 TCP8740 TCP8750 TCP8760 TCP8770 TCP8780 TCP8790

注記：
1. TCP8500、TCP8700 シリーズは、インサート成形によるプラグのため、
コード付製品として販売致しますので、プラグのみのバラ売りはできま
せん。

2. 上記製品の絶縁材料は UL 材です。（94V-0）
3. ソケットとの適合関係について

q 一覧表（P. 6）を参照してください。
w 5P（a）プラグは6P ソケットと、8P（a）プラグは6P、7P ソケットと
誤挿入防止の関係になっておりません。

4. 色調：黒、グレー＃1、グレー＃2

Notes:
1. The TCP8500, TCP8700 series plugs are made by insertion molding with

cords. Plugs cannot be sold independently.
2. The insulation materials of the above products are recognized by UL

(94V-0).
3. Combinations with sockets

q Please see page 6.
w The combinations of the 5P (a) plug and the 6P socket, the 8P (a)

plug and the 6P socket, and the 8P (a) plug and the 7P socket are not
designed for error connecting prevention.

4. Color: Black, Gray ＃ 1, Gray ＃ 2

※ピン配列表は（P2）を参照して下さい。／Prease see page 2 for pin arrangement.


