
 
 

All specification & dimensions are subject to change, please call your nearest Foxconn sales representative for update information. 

 SPECIFICATIONS                    Friction Header 
HF18 Series  
Friction R/A Type 
2.54mm [.100’’]  Pitch 
 

Mechanical 
Contact Retention Force: 1.36Kgf min. 
 
Electrical 
Voltage Rating: 250V 
Current Rating: 4.0A per pin 
Dielectric Withstanding Voltage: 750V AC 
Insulation Resistance: 1000MΩ min. 
 
Physical 
Housing: Thermoplastic, UL 94V-0 rating in ivory color 
Contact: Copper alloy 
Plating: See “ORDERING INFORMATION” 
Operating Temperature: -40℃ to +105℃ 
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None : DIM.D=3.64mm

No. Of Pos.

11=11 Pos.

02=02 Pos.
:

S: DIM.D=2.40mm

Termination&Contact Type

PRODUCT No. :H F 18 ** * - * *

Header

Friction Lock

Modification Code

None : Standard Product
K : Pos. No. 2 And N-1 Are Kinked  

Kink Type

Nickel Plating With RoHS Compliance
F=Gold Flash Plating 1u'' MIN. All Over

E=TIN Plating 100u'' MIN. All Over
Contact Area Plating

Nickel Plating With RoHS Compliance
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