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SEALED  PANEL  MOUNT RPBT, RPCT SERIES

Mates with:
RCT

For complete specifi cations 
see www.samtec.com?RPBT
Insulator Material:
Black Liquid Crystal Polymer
Terminal: 
Phosphor Bronze
Seal: Silicone
Nut: Steel
Lock Washer: 
Steel

For complete specifi cations 
see www.samtec.com?RPCT
Insulator Material:
Black Liquid Crystal Polymer
Terminal: 
Phosphor Bronze
Cable Insulator:
PVC
Wire:
Tin Copper
Seal: 
Silicone
Nut:
Steel
Latch:
Phosphor Bronze

Mates with:
RCT, TFM, TFC, SFM, SFC
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NO. OF
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NO. OF
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OPTION

LEAD
STYLE

–01
= Through-hole

–02
= Right Angle

–10, –15, –20
(Per Row)

–10, –15, –20
(Per Row)

SPECIFICATIONS

SPECIFICATIONS

–0.25
= (0.25m) 9.84"

–0.50
= (0.50m) 19.69"

–BC
= Blunt Cut

–D
= Double End

–DR
= Double Latch

–TR
= Transfer End
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(31,24) 
1.230

(37,59) 
1.480

(43,94) 
1.730

NO. OF 
POSITIONS A B C

Wire Length +(20,83) .820

See SFSD Series for –D and –DR
See TFSD Series for –TR 
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NO. OF 
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–01
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