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Supplemental BATTERY TERMINALSBATTERY TERMINALS

STANDARD NECK STARTER TERMINALS
Stud Size Hole Dia. Tab Position Cable Range (mm2) Part # Material Plating Stock Thickness (mm)

M8 8.50 150˚ Up 50.0 15305508 Copper Tin 1.83

M8 8.50 150˚ Up 32.0 12191773 Copper Tin 1.52

M10 10.34 150˚ Up 50.0 12191005 Copper Tin 1.83

M8 8.50 150˚ Down 19.0-13.0 12146718 Copper Tin 1.52

M10 10.34 150˚ Down 32.0 12191461 Copper Tin 1.52

STANDARD NECK STARTER TERMINALS
Stud Size Hole Dia. Tab Position Cable Range (mm2) Part # Material Plating Stock Thickness (mm)

M8 8.50 -150˚ Up 50.0 12191787 Copper Tin 1.83

M10 10.34 -150˚ Down 32.0 15318209 Copper Tin 1.52

52.0

43.0

-150˚

TOP POST BATTERY TERMINALS
Application Cable Range (mm2) Part # Material Plating Stock Thickness (mm)

Negative 50.0 12177299 Copper Tin 1.52

Positive 50.0 12177296 Copper Tin 1.52

Negative 32.0 12177297 Copper Tin 1.52

Positive 32.0 12177298 Copper Tin 1.52

Positive 19.0 15305118 Copper Tin 1.52

Negative 19.0 15305119 Copper Tin 1.52

Fastener Bolt (12177293) and nut (12177294) are available from the manufacturer.

HEAVY DUTY TERMINALS

+150˚

43.0

52.0

14.7 RAD.
 for POSITIVE

13.9 RAD.
 for NEGATIVE

9.1 RAD.
 for POSITIVE

8.2 RAD.
 for NEGATIVE

63.4

BATTERY BOLTS & SPACER
Part # Material Plating Spacer

08917444 Steel Zinc Gold Chromate –

12004188 Steel Zinc Gold Chromate 12004189

Coated with “Pavco” sealer to provide corrosion protection.18.8

10.4

18.8

24.2

08917444 12004188

http://delphi.com/products/connect

http://delphi.com/products/connect

