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SOLID STATE DEVICES, INC.

FEATURES:
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200 - 600 VOLTS
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SYMBOL UNITSVALUE

VRRM
VRWM

VR

RθθθθθJE 38

Peak Repetitive Reverse and
DC Blocking Voltage

Peak Surge Current
(8.3 ms Pulse, Half Sine Wave, TA = 25oC)

Maximum Thermal Resistance
Junction to Leads, L = 3/8"

Average Rectified Forward Current
(Resistive Load, 60Hz, Sine Wave, TA 

= 25 oC)

oC/W

NOTE:   All specifications are subject to change without notification.
SCD's for these devices should be reviewed by SSDI prior to release. DATA SHEET #: RH0111B

• Hyper Fast Recovery: 35 nsec maximum

• PIV to 600 Volts

• Hermetically sealed

• Void Free Construction

• For High Efficiency Applications

• Replaces UES1104 Types

• TX, TXV, and Space Level Screening Available

oC-65 TO +175TOP & T STGOperating and Storage Temperature
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mA
Reverse Leakage Current
(Rated VR, TA 

= 100oC, 300 µs minimum Pulse) 1IR

pF22CJ
Junction Capacitance
(VR = 10VDC, TA = 25oC, f = 1 MHz)

Reverse Leakage Current
(Rated VR, TA 

= 25oC, 300 µs minimum Pulse) IR µµµµµA

Electrical Characteristics SYMBOL UNITSMAXIMUM

VF 1.35Instantaneous Forward Voltage Drop
(IF = 1 Adc, TA = 25oC, 300µs Pulse)

VDC

10

SHF1102
thru

SHF1106

VF 1.5
Instantaneous Forward Voltage Drop
(IF = 1 Adc, TA = -55oC, 300µs Pulse) VDC

nsec35tRR
Reverse Recovery Time
(IF = 500 mA, IR = 1 A, IRR = 250 mA,  TA = 25oC)
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 CASE OUTLINE:
DIMENSIONS
DIM MIN MAX
A .100" .150"
B .100" .180"
C .027" .033"
D 1.00"  ---


