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MBR320-MBR360         3A SCHOTTKY RECTIFIER 
 
MAXIMUM RATINGS 

MBR 
Rating Symbol 

320 330 340 350 360 
Unit 

Peak repetitive reverse voltage 
Working peak reverse voltage 
DC blocking voltage 

VRRM 

VRWM 
VR 

20 30 40 50 60 V 

Average rectified forward current @ TA = 65°C 
(RӨJA = 28°C/W,PC board mounted) 

IO 3.0 A 

Non-repetitive peak surge current @ TL = 75°C(2) 
(surge applied at rated load conditions, halfwave, single phase, 60Hz) 

IFSM 80 A 

Operating and storage junction temperature range TJ, Tstg -65 to +150 °C 

Peak operating junction temperature (forward current applied) TJ(pk) 150 °C 

Maximum thermal resistance  
Junction to ambient 

RӨJA 
 

28 
°C/W 

 
ELECTRICAL CHARACTERISTICS (TC = 25°C unless otherwise noted) 

MBR 
Parameter Symbol 

320 330 340 350 360 
Unit 

Maximum instantaneous forward voltage (1) 

(IF = 1.0A) 
(IF = 3.0A) 
(IF = 9.4A) 

VF 

 
0.500 
0.600 
0.850 

 
0.600 
0.740 
1.080 

V 

Maximum instantaneous reverse current (1) 

(Rated dc voltage,  TC = 25°C) 
(Rated dc voltage, TC = 100°C) 

IR 
 

0.60 
20 

mA 

Note 1: Pulse test: Pulse width = 300µs, duty cycle ≤ 2.0%. 
Note 2: Lead temperature reference is cathode lead 1/32” from case. 

 
MECHANICAL CHARACTERISTICS 
Case DO-201A 

Marking Body painted, alpha-numeric 

Polarity Cathode band 

 

 
Available Non-RoHS (standard) or RoHS compliant (add PBF suffix). 
Available as “HR” (high reliability) screened per MIL-PRF-19500, JANTX level. Add “HR” suffix to base part number. 
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MBR320-MBR360       10A SCHOTTKY RECTIFIER 
 

MBR320, MBR330, MBR340 
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