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SPECIFICATION OF SPECIFICATION OF FILTERSFILTERS UNITUNIT

All specifications are subject to change without notice
ONELIGHT(Head office)    618-1 Namchon-Dong , Namdong-Gu, Incheon, Korea / Tel :+82-32-899-8331,8341 / Fax :+82-32-899-8399, Home page : http://www.onelight.co.kr
YANTAI CHUNGHO(Production facility)   TonglinRoad, Yantai High-Tech Industry Development Zone, Shandong, China / Tel : +86-535-688-2882~6 / Fax : +86-535-688-2887, Home page : http://www.yantai-chungho.comM1
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10.70010.700 SeriesSeries

Features
-. Resistance Weld Seal 

-. AT-cut or BT-cut 

Options
-. Insulating Pad
-. straight lead or SMD
-. Vinyl-pack or tape & reel

◈ Test Circuit

Model
Center 

Frequency
(MHz)

Pole

Pass 
Bandwidth

Stop 
Bandwidth

Ripple
(dB max.)

Insertion
Loss

(dB max.)

Terminating
Impedance

(Ω//pF)

Test 
Circuit

KHz
(min.) dB KHz

(max.) dB

10M08A 10.700 2 ±3.75 3 ±12.5 18 0.5 2.0 1.5K//5.0 Fig. A 

10M08B 10.700 4 ±3.75 3 ±12.5 40 1.0 2.0 1.5K//3.0
(Cc=15pF) Fig. B

10L08A 10.695 2 ±3.75 3 ±12.5 18 0.5 2.0 1.5K//5.0 Fig. A

10L08B 10.695 4 ±3.75 3 ±12.5 40 1.0 2.0 1.5K//3.0
(Cc=15pF) Fig. B

10M15A 10.700 2 ±7.50 3 ±25.0 18 0.5 2.0 3.0K//1.0 Fig. A

10M15B 10.700 4 ±7.50 3 ±25.0 40 1.0 2.0 3.0K//1.0
(Cc=5pF) Fig. B

10L15A 10.695 2 ±7.50 3 ±25.0 18 0.5 2.0 3.0K//1.0 Fig. A

10L15B 10.695 4 ±7.50 3 ±25.0 40 1.0 2.0 3.0K//1.0
(Cc=5pF) Fig. B

Fig. A Fig. B 

PHOTO

◈ Standard Specification
(Nominal frequency referenced to frequency at 25 ℃±

 

2 ℃)
◈ Dimension(mm)
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