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Specification

350�1200Watts

•RuggedIndustrialConstruction

•VariableFanSpeedforNoiseReduction

•�40°Cto+70°COperation

•ACOK,RemoteOn/OffandActiveCurrentShare

•5VStandby

•ScrewTerminals

•3YearWarranty

SHPSeries

Input
InputVoltage•650W:80-264VAC,derateoutputpower

10%<90VAC,and20%<85VAC
350&1000W:85-264VAC,derateoutput
power10%<90VAC

InputFrequency•47-63Hz
InputCurrent•350W:3.8Atypicalat115VAC,

2.1Atypicalat230VAC,
650W:6.5Atypicalat115VAC,

3.2Atypicalat230VAC,
1000W:10.9Atypicalat115VAC,

5.1Atypicalat230VAC
InrushCurrent•650W:40Amaxat264VAC

350&1000W:60Amaxat264VAC
PowerFactor•>0.9
EarthLeakageCurrent•0.5mAmax264VAC/60Hz(1)
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SHP350Models and Ratings

1. Dimensions shown in inches (mm).
2. Weight: 1.73 lb (0.788 kg).

3. Logic connector J3 mates with JST housing PHDR-10VS
and SPHD-001T-P0.5 Crimp Terminals

Notes

7.00 (177.8)

2.20
(55.9)

A Mounting Hole
8 places M3 x 0.5

0.15 (3.8) Max. Penetration

0.06 (1.5)

Standard Terminal Block
M4 Screw 4 Pins



SHP650

Mechanical Details

Models and Ratings

Notes

1. For top fan version replace ‘-EF’ in model number with ‘-TF’, e.g.
SHP650PS12-TF

2. For U Channel version remove suffix.

3. U Channel models require a minimum of 5.5 m/s airflow from the system.
4. Not available for ‘-TF’ and ‘-EF’ models as used by integral fan.

Output Voltage V1 Output Current V1 Fan Supply V2(4) Standby Supply V3 Output Power(3) Model Number(1,2)

12 V 50.0 A 12 V / 0.5 A 5 V / 0.2 A 607 W
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SHP1000


