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D. OUTLINE DRAWING: 
 

 
 
 
 
 
 
 
 
 
Date Code Table: 

 

 
 
E. PCB Footprint: 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

B: Input 
E: Output 
A, C, D, F: Ground 
Unit: mm 
△：Year Code (2011->1, 2012->2, …, 2019->9, 2020->0) 
□：Date Code  
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G. PACKING: 
 1. REEL DIMENSION 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
2. TAPE DIMENSION 
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(Please refer to FR-75D10 for packing quantity) 
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H. RECOMMENDED REFLOW PROFILE: 
 
1. Preheating shall be fixed at 150~180℃ for 60~90 seconds. 
2. Ascending time to preheating temperature 150℃ shall be 30 seconds min. 
3. Heating shall be fixed at 220℃ for 50~80 seconds and at 250±10℃ peak (max. 10sec). 
4. Time: 2 times. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 


