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New Product Information

0.5 mm Thick Thin Type 1.8 cd White Side View Chip LED
GM4BW53340A

Features

Thin, high luminosity, white type side view chip  
LED (Blue LED chip + phosphor)
Outline dimensions: 3.85 x 1.0 x 0.5 mm

Main Specifications

Item Symbol GM4BW53340A Condition

Radiation color — White —

Color coordinates — (0.30, 0.29)

IF = 20 mA Luminous intensity (TYP.) IV (1 800) mcd

Forward voltage (TYP.) VF (3.2) V

Operating temperature (TYP.) Topr -30 to +85 °C —

Lineup
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Outline Dimensions

(Unit: mm)

Applications

Key illumination for mobile phone, LCD backlightsn
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: New product

0.8 mm thick

系系
2812 size

(1 000 mcd: IF = 20 mA)

0.6 mm thick

(1 700 mcd: IF = 20 mA)

(100 mcd: IF = 20 mA)

(1 550 mcd: IF = 20 mA)

38512 size

(1 800 mcd: IF = 20 mA)

(150/300 mcd: IF = 20 mA)

(1 900 mcd: IF = 20 mA)

0.5 mm thick

(1 800 mcd: IF = 20 mA)

38510 size

GM4BW53340AGM4BW53340A

GM4BW83380A

GM4BW83310A

GM4BW63360A

GM4BW83390A

GM4BW63370A

InGaN typeAlGaInP type

White
White type

GM4BC/GC83200AC GM4ZV83200AE Series 

Ta = 25 °C


