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Data Sheet
Carporation Product Categony: RF SAW Filter
Part Number Package Application Last Modified
803-RF413.7M-A 3.8 x 3.8 SMD CDMA450 Tx Jan. 01, 2007

TYPE :
CDMA450 (D-Band), RF-Tx SAW Filter @
PART NUMBER : .
803-RF413.7M-A

OPERATING CONDITIONS / ELECTRICAL CHARACTERISTICS

[PARAMETERS | m Typical Mm

Center Frequency (Fo) 413.7
Maximum Insertion Loss 411.6 ~ 415.9 MHz = 1.8 2.8 dB
Stop Band Attenuation: 0.3 ~400.0 MHz 25 27

421.6 ~ 425.9 MHz 30 50 4B

425.9 ~ 1700.0MHz 23 27

1700.0~ 2000.0 MHz 18 21
Source Impedence (single ended)* - = 50 = ohm
Load Impendance (single ended)* - - 50 - ohm
VSWR 411.6 ~ 415.9 MHz - 1.5 2.0 -
Maximum Input Power - - - 30 dBm
Operating Temperature - -30 - +80 °Cc

* No Matching Network

PACKAGE OUTLINE (mm)
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Source/ Load Impedance = 50 ohms
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FREQUENCY RESPONSE

“ “ _ _
_ _ _ _
_ _ _ _
_ __ _ _
= = = =
w T o b=

D
] T -
20 -

(2] apnuGes vy

211 5WR

i) T Y
&0

r
i
i
i

P —— |

11

VSWR

gl &

1 1
o O3R7 407 418 4E1 40 ST 45 963
Frequancy [MHz]

331

478 &7 S 453 i3

13 421

Freguancy |MHZ)

4015

338 3B7

b -

- PP AR
4 R e ey

4

SMITH CHART



Oscilent Corporation RF SAW Filter | 803-RF413.7M-A Page 3 of 3

311 351 %_f_.;lﬁ-ﬂr' &Eﬂﬂﬂ 522
L
f_#_r_‘—_i ) g

Oscilent Corporation - calL 949,252.0522 Part No.:  803-RF413.7M-A

15195 East McDurmott Street . Building D . Irvine . CA 92614 . USA
Fax: 949, 252,0599 , E-Mail: Salesi@ Oscilent, corn




