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10 BASE T MAGNETICS
ISOLATION MAGNETICS

• INDUSTRY STANDARD PACKAGING
• 2000 VRMS ISOLATION STANDARD
• CUSTOM DESIGNS AVAILABLE
• THRU-HOLE AND SURFACE MOUNT
• IEEE 802.3 COMPATIBLE
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ELECTRICAL SPECIFICATIONS:

ALL UNITS:
ISOLATION: 2,000 VRMS
DISSIPATION RATING: 75mW
INSULATION RESISTANCE: 10,000 MOHM
TURNS RATIO: 1:1
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PACKAGE STYLE A

1.000 MAX
[25.40] MAX

.100 +/- .010
[2.54 +/- .25]

.300 +/- .010
[7.62 +/- .254]

.200 MIN
[5.08 MIN]

.200 MAX
[5.08 MAX]

.385 MAX
[9.77 MAX]

#24 AWG
SOLDER PLATED
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PACKAGE STYLE C

.35 +/- .01

.015

.004

.200
MAX

.012

.008 .025
.016

40 NOM

.018 +/- .002

.285
MAX

.375

.350

.500
MAX

.050 TYP

PACKAGE STYLE B

PACKAGE STYLE C

PACKAGE STYLE B

XFMRS XXXX

XFMRS XXXX

.010
[0.25]

.280
[7.11]

.20 MAX
[5.08]

.340
[8.64]


