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Dimensions:  In. (mm) All temperatures are ambient unless otherwise noted. Data subject to change without notice.

Tel:            559.651.1402               
Fax:          559.651.0740

      www.voltagemultipliers.com
www.highvoltagepowersupplies.com

8711 W. Roosevelt Ave.

Visalia, CA  93291  USA

Voltage Multipliers Inc.
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C°52 C°001 C°52 C°52 C°52 C°52 000.=L 521.=L 052.=L C°52 C°52

stloV spmA spmA Aµ Aµ stloV spmA spmA spmA sn W/C° W/C° W/C° Fp Jm

3FF52RX 0052 002.0 001.0 5.0 02 0.01 002.0 00.81 05.1 03 5 21 5.12 0.4 03

3FF05RX 0005 001.0 050.0 5.0 02 0.61 001.0 00.9 57.0 03 5 21 5.12 0.3 06

3FF001RX 00001 050.0 520.0 5.0 02 0.23 050.0 05.4 03.0 03 5 21 5.12 0.2 021

5FF52RX 0052 002.0 001.0 5.0 02 0.01 002.0 0.51 05.1 05 5 21 5.12 0.4 03

5FF05RX 0005 001.0 050.0 5.0 02 0.61 001.0 05.7 57.0 05 5 21 5.12 0.3 06

5FF001RX 00001 050.0 520.0 5.0 02 0.23 050.0 57.3 04.0 05 5 21 5.12 0.2 021

GFU52RX 0052 002.0 001.0 5.0 02 0.8 002.0 0.51 00.3 07 5 21 5.12 0.4 03

GFU05RX 0005 001.0 050.0 5.0 02 0.41 001.0 05.7 05.1 07 5 21 5.12 0.3 06

GFU001RX 00001 050.0 520.0 5.0 02 0.52 050.0 57.3 57.0 07 5 21 5.12 0.2 021

GS52RX 0052 002.0 001.0 5.0 02 00.6 002.0 0.51 00.3 0003 5 21 5.12 0.4 03

GS05RX 0005 001.0 050.0 5.0 02 0.01 001.0 05.7 05.1 0003 5 21 5.12 0.3 06

GS001RX 00001 050.0 520.0 5.0 02 0.02 050.0 57.3 57.0 0003 5 21 5.12 0.2 021

ELECTRICAL CHARACTERISTICS AND MAXIMUM RATINGS

H. V. Controlled Avalanche Rectifiers - Axial Lead

(1)TL=55°C L=0.375" (2)TL=100°C L=0.375" (3)If=125mA, Ir=250mA, Irr=63mA *Op.Temp.= -65°C to +175°C Stg.Temp.= -65°C to +200°C

0.050A - 0.20A • 30ns - 3000ns
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