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Digital Signal Cross-Connect - DS3
Accessories 

Circuit Guard Plugs • Kits of 25 each
Plastic plug to cover IN/OUT jacks from unwanted access to priority circuits

BNC Termination Connector
Used to terminate cross-connect interface at 75 Ω

Description

Red
Black
Yellow
Green
Blue

Midsize

CJP-M-RED
CJP-M-BLACK
CJP-M-YELLOW
CJP-M-GREEN
CJP-M-BLUE

Terminating Plug
Used in many patching applications to maintain signal termination at 75 Ω

Description

75 Ω plug

Midsize

CP1501N

Description

9" (22.86 cm) looping cord

Midsize

PCH-MMXB-000-009

Looping Cord
Provides a short patch between equipment transmit (OUT) and receive (IN)
during initial installation and routine testing

Description

75 Ω BNC termination connector

Catalog Number

BNC-TP1

CJP-M-BLACK

Midsize Plug Diameter=.298" (.76 cm)

CP1501N

BNC-TP1

PCH-MMXB-000-009

.480"
(12.19 mm)

.22"
(5.59 mm)

.290"
(7.37 mm)

DIA.

.183"
(4.65 mm)
DIA.

.480"
(12.19 mm)

.266"
(6.67 mm)

.160"
(4.06 mm)
TYP. (2).610"

(15.49 mm)

.610"
(15.49 mm)

.312"
(7.92 mm)

.15"
(3.81 mm)

.312"
(7.92 mm)

.15"
(3.81 mm)

.465"
(11.81 mm)

.266"
(6.67 mm)

.612"
(15.54 mm)

.312"
(7.92 mm)

.14"
(3.56 mm)

.05"
(1.27 mm)

.05"
(1.27 mm)

.06"
(1.52 mm)

.183"
(4.65 mm)

.15"
(3.81 mm)

O r d e r i n g  I n f o r m a t i o n  

O r d e r i n g  I n f o r m a t i o n  

O r d e r i n g  I n f o r m a t i o n  

O r d e r i n g  I n f o r m a t i o n  


