
 
Specifications
 

Cat5e Straight Through Modular Shielded In-Line
Coupler (RJ45 F/F)

MODEL NUMBER: N032-001

Description

Tripp Lite's Shielded Cat5e standalone RJ45 straight inline coupler provides a female-to-female, feed-

through connection. It allows you to extend the length of a Cat5e patch cable by adding another Cat5e

patch cable. Shielded housing protects against EMI/RFI. UL certified.

Features

For Shielded Cat5 and Cat5e applications●

Use to connect two patch cables for a longer cable length●

Straight-through design●

Shielded housing protects against EMI/RFI●

UL certified●

Highlights

Premium cabling for Shielded

Cat5 and Cat5e applications —

rated for 350 MHz/1Gbps

communications

●

UL certified●

Package Includes

Cat5e Straight-Through Modular

Shielded Coupler RJ45F to

RJ45F, Shielded

●

OVERVIEW

UPC Code 037332013149

PHYSICAL

Shipping Dimensions (hwd / in.) 6.00 x 4.00 x 0.20

Shipping Dimensions (hwd / cm) 15.24 x 10.16 x 0.51

Shipping Weight (lbs.) 0.20

Shipping Weight (kg) 0.09
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Tripp Lite uses primary and third-party agencies to test its products for compliance with standards. See a list of Tripp Lite's testing agencies: 

https://www.tripplite.com/products/product-certification-agencies

CONNECTIONS

Side A - Connector 1 RJ45 (FEMALE)

Side B - Connector 1 RJ45 (FEMALE)

FEATURES & SPECIFICATIONS

Technology Cat5/5e

WARRANTY

Product Warranty Period
(Worldwide) Lifetime limited warranty
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