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			ADR421 - 18V; ultraprecision low-noise, 2.048V / 2.500V / 3.00V / 5.00V XFET voltage reference. For bettery-powered instrumentation, portable medical instruments, precision data acquisition systems, high resolution converters Ultraprecision Low Noise, 2.048 V/2.500 V/ 3.00 V/5.00 V XFET Voltage References 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 2.048 V, PDSO8 Ultraprecision Low Noise, 2.048 V/2.500 V/ 3.00 V/5.00 V XFET Voltage References 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 2.5 V, PDSO8 Toggle Switch; Circuitry:SPDT; Switch Operation:On-None-On; Contact Current Max:6A; Actuator Style:Bat; Switch Terminals:Through Hole; Current Rating:6A; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes 10/100-ST                SM PLUS ECONOLINE: REC3-S_DRW(Z)/H* - 3W DIP Package- 1kVDC Isolation- Wide Input 2:1 & 4:1- Regulated Output- 100% Burned In- UL94V-0 Package Material- Continuous Short Circiut Protection- Efficiency to 80% Ultraprecision Low Noise 2.048 V/2.500 V/ 3.00 V/5.00 V XFET  Voltage References Ultraprecision Low Noise, 2.048 V/2.500 V/ 3.00 V/5.00 V XFET  Voltage References Ultraprecision Low Noise/ 2.048 V/2.500 V/ 3.00 V/5.00 V XFET Voltage References ECONOLINE: REC3-S_DRW(Z)/H* - 3W DIP Package- 1kVDC Isolation- Wide Input 2:1 & 4:1- Regulated Output- 100% Burned In- UL94V-0 Package Material- Continuous Short Circiut Protection- Efficiency to 80% 
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	Description	18V; ultraprecision low-noise, 2.048V / 2.500V / 3.00V / 5.00V XFET voltage reference. For bettery-powered instrumentation, portable medical instruments, precision data acquisition systems, high resolution converters 
 Ultraprecision Low Noise, 2.048 V/2.500 V/ 3.00 V/5.00 V XFET Voltage References 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 2.048 V, PDSO8
Ultraprecision Low Noise, 2.048 V/2.500 V/ 3.00 V/5.00 V XFET Voltage References 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 2.5 V, PDSO8
Toggle Switch; Circuitry:SPDT; Switch Operation:On-None-On; Contact Current Max:6A; Actuator Style:Bat; Switch Terminals:Through Hole; Current Rating:6A; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes
10/100-ST                SM PLUS
ECONOLINE: REC3-S_DRW(Z)/H* - 3W DIP Package- 1kVDC Isolation- Wide Input 2:1 & 4:1- Regulated Output- 100% Burned In- UL94V-0 Package Material- Continuous Short Circiut Protection- Efficiency to 80%
Ultraprecision Low Noise 2.048 V/2.500 V/ 3.00 V/5.00 V XFET  Voltage References
Ultraprecision Low Noise, 2.048 V/2.500 V/ 3.00 V/5.00 V XFET  Voltage References
Ultraprecision Low Noise/ 2.048 V/2.500 V/ 3.00 V/5.00 V XFET Voltage References
ECONOLINE: REC3-S_DRW(Z)/H* - 3W DIP Package- 1kVDC Isolation- Wide Input 2:1 & 4:1- Regulated Output- 100% Burned In- UL94V-0 Package Material- Continuous Short Circiut Protection- Efficiency to 80%
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	Part: ADR421
	Maker: AD
	Pack: SOP8
	Stock: Reserved
	Unit price 
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	ADR420-15 	Ultraprecision, Low Noise Voltage References
	Analog Devices

	ADR425ARM ADR420ARM 	Ultraprecision, Low Noise, 5.00 V XFET&reg; Voltage Reference; Package: MSOP; No of Pins: 8; Temperature Range: Industrial 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 5 V, PDSO8
Ultraprecision, Low Noise, 2.048 V XFET&reg; Voltage Reference; Package: MSOP; No of Pins: 8; Temperature Range: Industrial 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 2.048 V, PDSO8
	Analog Devices, Inc.

	S10141-1107S S10141-1108S S10140-1108 S10140-1007 	Low readout noise, high resolution (pixel size: 12 ..m)
IMAGE SENSOR-CCD, 2068(H) X 128(V) PIXEL, 12-18V, RECTANGULAR, THROUGH HOLE MOUNT
	Hamamatsu Corporation

	SBFP540M 	Ultrahigh-Frequency Transistors
UHF to C Band Low Noise Amplifier, Low Phase Noise Oscillation Applications
	Sanyo Semicon Device

	NCP2860 NCP2860DM277R2 	300 mA Very Low Noise LDO
300 mA Very Low Noise, Low Dropout Linear Regulator
From old datasheet system
	ONSEMI[ON Semiconductor]

	MGA-17516-BLKG MGA-17516-TR1G 	Low Noise, High Linearity Match Pair Low Noise Amplifier
	AVAGO TECHNOLOGIES LIMITED

	EL5134 EL5135 EL5235IS-T7 EL5235IS-T13 EL5235IS EL	Single, 630MHz Low Noise Amplifier with Enable
Dual, 630MHz, Low Noise Amplifier with Enable
From old datasheet system
630MHz Gain of 5 Low Noise Amplifiers
630MHz, Gain of 5, Low Noise Amplifiers
	INTERSIL[Intersil Corporation]

	AD621 AD621ARZ-R7 AD621AR-REEL AD621AR-REEL7 AD621	 -18V; 650mW; low drift, low power instrumentation amplifier. For weigh scales, transduver interface and data acquisition systems
Low Drift, Low Power Instrumentation Amp with fixed gains of 10 and 100 INSTRUMENTATION AMPLIFIER, 185 uV OFFSET-MAX, 0.2 MHz BAND WIDTH, PDSO8
Low Cost,Low Power Instrumention Amplifier
	Analog Devices, Inc.

	HZS5LL HZS2ALL HZS2BLL HZS2CLL HZS2LL HZS3ALL HZS3	Diodes>Zener
Silicon Epitaxial Planar Zener Diode for Hard Knee Low Noise
Low Current Operation at 250 ，Low Reverse Leakage,Low Noise Zener Diode 250 的低电流运算，低反向泄露，低噪声稳压二极
	RENESAS[Renesas Electronics Corporation]
Renesas Electronics, Corp.

	HA1-5104_883 HA-5104883 HA-5104/883 	Op Amp, Quad 8MHz, Unity Gain Stable, Low Noise, 883 Compliant
Low Noise, High Performance, Quad Operational Amplifier
	INTERSIL[Intersil Corporation]

	2SC4095 2SC4095-T1 2SC4095R 2SC4095R-T2 2SC4095R-T	For amplify microwave and low noise.
MICROWAVE LOW NOISE AMPLIFIER NPN SILICON EPITAXIAL TRANSISTOR 4 PINS MINI MOLD
	NEC[NEC]

	MIC5255-2.5BD5 MIC5255-2.5BM5 MIC5255-2.5YD5 MIC52	150mA Low Noise 渭Cap CMOS LDO
150mA Low Noise μCap CMOS LDO
2.5 V FIXED POSITIVE LDO REGULATOR, 0.25 V DROPOUT, PDSO5
150mA Low Noise Cap CMOS LDO
	Micrel Semiconductor
MICREL INC
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