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			LT1280A - Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C 8-Bit Identity Comparators (P=Q) w/ Enable, Open Collector Outputs, 20K Ohm Q-Input Pullup Resistor 20-SOIC 0 to 70 DUAL LINE TRANSCEIVER, PDSO18 8-Bit Identity Comparators (P=Q) w/ Enable, Open Collector Outputs, 20K Ohm Q-Input Pullup Resistor 20-SO 0 to 70 低功V的RS232双驱动器/接收器与0.1uF电容 8-Bit Identity Comparators (P=Q) w/ Enable, Open Collector Outputs, 20K Ohm Q-Input Pullup Resistor 20-PDIP 0 to 70 DUAL LINE TRANSCEIVER, PDIP16 8-Bit Identity Comparators (P=Q) w/ Enable, Open Collector Outputs, 20K Ohm Q-Input Pullup Resistor 20-SO 0 to 70 DUAL LINE TRANSCEIVER, PDIP16 Low Power 5V RS232 Dual Driver/Receiver with 0.1uF Capacitors From old datasheet system 
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	Part No.	LT1280A LT1280AC LT1280ACN LT1280ACSW LT1280AI LT1280AIN LT1280AISW LT1281A LT1281AC LT1281ACN LT1281ACSW LT1281AI LT1281AIN LT1281AISW 12801AFA LINEARTECHNOLOGYCORP-LT1280AIN   

	Description	Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C 
 8-Bit Identity Comparators (P=Q) w/ Enable, Open Collector Outputs, 20K Ohm Q-Input Pullup Resistor 20-SOIC 0 to 70 DUAL LINE TRANSCEIVER, PDSO18
8-Bit Identity Comparators (P=Q) w/ Enable, Open Collector Outputs, 20K Ohm Q-Input Pullup Resistor 20-SO 0 to 70 低功V的RS232双驱动器/接收器与0.1uF电容
8-Bit Identity Comparators (P=Q) w/ Enable, Open Collector Outputs, 20K Ohm Q-Input Pullup Resistor 20-PDIP 0 to 70 DUAL LINE TRANSCEIVER, PDIP16
8-Bit Identity Comparators (P=Q) w/ Enable, Open Collector Outputs, 20K Ohm Q-Input Pullup Resistor 20-SO 0 to 70 DUAL LINE TRANSCEIVER, PDIP16
Low Power 5V RS232 Dual Driver/Receiver with 0.1uF Capacitors
From old datasheet system
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						 Linear Technology, Corp. 
 Linear Technology Corporation
LINER[Linear Technology]
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	Part: LT1280ACN
	Maker: Linear Technology
	Pack: ETC
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.00
	  
									100: $0.00
	1000: 
									$0.00
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 			 Full text search : Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C 8-Bit Identity Comparators (P=Q) w/ Enable, Open Collector Outputs, 20K Ohm Q-Input Pullup Resistor 20-SOIC 0 to 70 DUAL LINE TRANSCEIVER, PDSO18 8-Bit Identity Comparators (P=Q) w/ Enable, Open Collector Outputs, 20K Ohm Q-Input Pullup Resistor 20-SO 0 to 70 低功V的RS232双驱动器/接收器与0.1uF电容 8-Bit Identity Comparators (P=Q) w/ Enable, Open Collector Outputs, 20K Ohm Q-Input Pullup Resistor 20-PDIP 0 to 70 DUAL LINE TRANSCEIVER, PDIP16 8-Bit Identity Comparators (P=Q) w/ Enable, Open Collector Outputs, 20K Ohm Q-Input Pullup Resistor 20-SO 0 to 70 DUAL LINE TRANSCEIVER, PDIP16 Low Power 5V RS232 Dual Driver/Receiver with 0.1uF Capacitors From old datasheet system   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	LT1181A LT1180A LT1180ACN LT1180ACSW LT1180AIN LT1	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C DUAL LINE TRANSCEIVER, PDSO16
Low Power 5V RS232 Dual Driver/Receiver with 0.1uF Capacitors
	Linear Technology, Corp.
Linear Integrated Systems

	EVM649EVM E649BPJ EDGE649 E649 	Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Octal Pin Electronics Driver/Receiver
	SEMTECH[Semtech Corporation]

	TSSOPSP3220ECY/TR WSOICSP3220ECT/TR SSOPSP3220ECA/	 3.0V to  5.5V RS-232 Driver/Receiver Pair
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C
	Sipex Corporation

	LT1281A LT1280A 	Low Power 5V RS232 Dual Driver/Receiver with 0.1F Capacitors
From old datasheet system
	Linear

	UPD4723GS-GJG UPD4723 	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
RS-232 LINE DRIVER/RECEIVER AT 3.3 V/5 V
	NEC Corp.
NEC[NEC]

	MAX208IDBE4 	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
	外设及接

	UPD4715A UPD4715ACY UPD4715AGT 	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件
RS-232 LINE DRIVER/RECEIVER
	NEC, Corp.
NEC[NEC]

	CXA1998AQ 	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件
	Sony, Corp.

	UPD4724GS-GJG UPD4724 UPD4724GS-GJG-E2 	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
RS-232 LINE DRIVER/RECEIVER AT 3.3 V/5 V
3.3V applicability RS-232 line driver/receiver
	NEC Corp.
NEC[NEC]

	HCF4070 HCF4070B HCF4070BC1 HCF4070BEY HCF4070BF H	300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit
GATES 盖茨
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
	STMicroelectronics N.V.
意法半导
STMICROELECTRONICS[STMicroelectronics]
ST Microelectronics
SGS Thomson Microelectronics

	LTC1338INW 	5V Low Power RS232 5-Driver/3-Receiver Transceiver
	Linear Technology
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