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			MPX4250D - OPERATING OVERVIEW INTEGRATED PRESSURE SENSOR 0 to 250 kPa (0 to 36.3 psi) 0.2 to 4.91 Volts Output 经营概况集成压力传感250 kPa36.3 PSI）的0.2.91伏特输出 OPERATING OVERVIEW INTEGRATED PRESSURE SENSOR 0 to 250 kPa (0 to 36.3 psi) 0.2 to 4.91 Volts Output GAGE, PEIZORESISTIVE PRESSURE SENSOR, 0-36.25Psi, 1.4%, 0.20-4.90V, ROUND, THROUGH HOLE MOUNT 
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	Part No.	MPX4250D MPX4250DP MPX4250GS MPX4250GSX   

	Description	OPERATING OVERVIEW INTEGRATED PRESSURE SENSOR 0 to 250 kPa (0 to 36.3 psi) 0.2 to 4.91 Volts Output 经营概况集成压力传感250 kPa36.3 PSI）的0.2.91伏特输出 
 OPERATING OVERVIEW INTEGRATED PRESSURE SENSOR 0 to 250 kPa (0 to 36.3 psi) 0.2 to 4.91 Volts Output GAGE, PEIZORESISTIVE PRESSURE SENSOR, 0-36.25Psi, 1.4%, 0.20-4.90V, ROUND, THROUGH HOLE MOUNT
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						 Motorola Mobility Holdings, Inc. 
 MOTOROLA[Motorola, Inc]
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: MPX4250A
	Maker: MOT
	Pack: 
	Stock: Reserved
	Unit price 
									for :
	    
									50: $24.30
	  
									100: $23.09
	1000: 
									$21.87
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 			 Full text search : OPERATING OVERVIEW INTEGRATED PRESSURE SENSOR 0 to 250 kPa (0 to 36.3 psi) 0.2 to 4.91 Volts Output 经营概况集成压力传感250 kPa36.3 PSI）的0.2.91伏特输出 OPERATING OVERVIEW INTEGRATED PRESSURE SENSOR 0 to 250 kPa (0 to 36.3 psi) 0.2 to 4.91 Volts Output GAGE, PEIZORESISTIVE PRESSURE SENSOR, 0-36.25Psi, 1.4%, 0.20-4.90V, ROUND, THROUGH HOLE MOUNT   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MPX4105 MPX4105A 	OPERATING OVERVIEW INTEGRATED PRESSURE SENSOR 15 to 105 kPa (2.18 to 15.2 psi) 0.31 to 4.90 Volts Output
	http://
MOTOROLA[Motorola Inc]
MOTOROLA[Motorola, Inc]

	2203 2222 2210 2221 2208 2207 2202 2215 2219 2217 	high Current Toroid Inductors 高电流环形电感器
General Purpose
:22.9ozf; Operating Force Min:7.1ozf; Operating Position:0.625/0.657 in RoHS Compliant: Yes
Snap Action Basic Switch; Contact Current Max:15A; Switch Terminals:Screw; Actuator Style:Roller Lever; Leaded Process Compatible:Yes; Operating Force:3.5ozf; Operating Force Max:3.5ozf; Operating Force Min:0.8ozf RoHS Compliant: Yes
Compact SPDT on/on, black/black
	List of Unclassifed Man...
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]
Gilway Technical Lamp
N/A
JW Miller

	BF1005S Q62702-F1665 	Silicon N-Channel MOSFET Tetrode (For low noise/ high gain controlled input stages up to 1GHz Operating voltage 5V Integrated stabilized bias network)
Silicon N-Channel MOSFET Tetrode (For low noise, high gain controlled input stages up to 1GHz Operating voltage 5V Integrated stabilized bias network)
From old datasheet system
	SIEMENS[Siemens Semiconductor Group]

	FE-1382-10 	Operating Voltage= 115/240 Vac Operating Current Max= 10 amp
	JMK Inc.

	FF-1069A-3B 	Operating voltage = 125 / 250 Vac Operating current = 3 Amps
	JMK Inc.

	KK-1306-20 KK-1306-30 1306 	Operating voltage = 115/250 Vac Operating current = 20, 30 Amp
	JMK Inc.

	KK-0902-20-30 	Operating Voltage = 250/480 Vac 3 PH Wye Operating Current Max= 20 & 30 amps
	JMK Inc.

	DN6848TE 	Hall IC(Operating Temperature Range Topr = - 40 to -100C, Operating in Alternative Magnetic Field)
	Panasonic

	DN6853 	Hall IC(Operating Supply Voltage Range VCC=3.6 to 16V, Operating in Alternative Magnetic Field)
	PANASONIC CORP
PANASONIC[Panasonic Semiconductor]

	HH-1590-12 	Operating voltage = 100 Vdc Operating current = 12.0 Amp
	JMK Inc.

	HH-0828-1.5 	Operating Voltage = 115 / 250 V~ Operating Current = 1.5 Amp
	JMK Inc.
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