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			 Related Part Number
	
					PART	Description	Maker
	1N540006 1N5408RLG 1N5400 1N5400G 1N5400RL 1N5400R	3A 800V Standard Recovery Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1200 3 A, 800 V, SILICON, RECTIFIER DIODE
3A 100V Standard Recovery Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1200 3 A, 100 V, SILICON, RECTIFIER DIODE
3A 1000V Standard Recovery Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1200 3 A, 1000 V, SILICON, RECTIFIER DIODE
Axial−Lead Standard Recovery Rectifiers
	ONSEMI[ON Semiconductor]

	NTE5809 NTE5800 	Axial Lead Standard Recovery Silicon Rectifiers, 3 Amp
Axial Lead Standard Recovery Silicon Rectifiers 3 Amp
	NTE[NTE Electronics]

	1N4001 1N4007 ON0001 	From old datasheet system
Motorola Preferred Devices
Axial Lead Standard Recovery Rectifiers
	MotorolaInc
ON Semi
Motorola, Inc

	1N4007RLG 1N4001 1N4001_05 1N4001FF 1N4001FFG 1N40	   Axial Lead Standard Recovery Rectifiers
	ONSEMI[ON Semiconductor]
http://

	1.5KE36A-HF 1.5KE36CA-HF 1.5KE7.5A-HF 1.5KE600CA-H	Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=1500Watts, V&ltsub&gtRWM</sub>=30.8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=1500Watts, V&ltsub&gtRWM</sub>=6.4V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=1500Watts, V&ltsub&gtRWM</sub>=513V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=1500Watts, V&ltsub&gtRWM</sub>=70.1V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=11.1V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=9.4V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=85.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=20.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=8.6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=23.1V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=10.2V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=40.2V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=33.3V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=12.8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=94V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=102V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=111V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=128V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=136V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=13.6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=145V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=154V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=64.1V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=15.3V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=28.2V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=25.6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=53V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=58.1V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=43.6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=376.2V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=18.8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=36.8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=470.3V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=214V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=427.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=7.8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=299.3V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=5.8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=47.8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=77.8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=185V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=256V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=17.1V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=324.9V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=171V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=513V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=444.6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=6.4V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=7V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=342V, Tolerance=5%
	Comchip Technology

	3PM8 3PM0 3PM2 3PM4 3PM6 	Axialleaded Hermetically Sealed Standard Recovery Rectifier Diode(杞村?寮??锛??灏??锛???????00V锛?钩??????娴?.5A,????㈠??存?浜??绠?
AXIAL LEADED HERMETICALLY SEALED STANDARD RECOVERY RECTIFIER DIODE
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit
Axialleaded Hermetically Sealed Standard Recovery Rectifier Diode(轴向引脚，密封型，反向电000V，平均正向电.5A,标准恢复整流二极
Axialleaded Hermetically Sealed Standard Recovery Rectifier Diode(轴向引脚，密封型，反向电00V，平均正向电.5A,标准恢复整流二极
	SEMTECH[Semtech Corporation]

	215004 21502.5 2153.15 215.200 215.250 215.315 215	Axial Lead and Cartridge Fuses - Designed to IEC Standard
	LITTELFUSE[Littelfuse]

	0213.630 0213.400 0213.315 0213.200 0213.250 	Axial Lead and Cartridge Fuses - Designed to IEC Standard 轴向引线和墨盒保险丝- IEC标准设计
	Littelfuse, Inc.

	5KP58CA-G 5KP80A-G 5KP80CA-G 5KP350A-G 5KP350CA-G 	Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=58V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=80V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=350V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=250V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=14V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=51V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=48V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=17V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=26V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=19V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=78V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=64V, Tolerance=5%
	Comchip Technology

	91J250E 95J1R0E 95J250E 92NJ51KE 91NJR10E 95J4K5E 	Lead Free Vitreous Enamel Molded Axial Term. Wirewound, 5% Tolerance Standard
	List of Unclassifed Manufacturers
Ohmite Mfg. Co.
ETC
List of Unclassifed Man...

	0232001.MXE-ND 0232010M 0232010XE 0232001.M- 02320	Axial Lead and Cartridge Fuses - Designed to METI Standard
   Axial Lead and Cartridge Fuses - Designed to METI Standard
	Littelfuse, Inc.
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