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	Part No.	BF422 BF420 ON0207   

	Description	CASE 29-11, STYLE 14 TO-2 (TO-26AA) 
 From old datasheet system
High Voltage Transistors(NPN Silicon)
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			 Related Part Number
	
					PART	Description	Maker
	BAL99LT1 ON0111 	JT 22C 22#22D PIN WALL RECP SILICON, SIGNAL DIODE, TO-236AB
CASE 318-08/ STYLE 18 SOT-23 (TO-236AB)
CASE 318-08, STYLE 18 SOT-23 (TO-236AB)
From old datasheet system
	Motorola Mobility Holdings, Inc.
Motorola  Inc
MOTOROLA[Motorola, Inc]

	BAS40LT1 ON0121 BAS4 	CASE 318-08, STYLE 8 SOT-23 TO-236AB SILICON, SIGNAL DIODE, TO-236AB
CASE 318-08/ STYLE 8 SOT-23 TO-236AB
From old datasheet system
	Motorola Mobility Holdings, Inc.
Motorola  Inc
MOTOROLA[Motorola, Inc]

	SRU6025-100Y SRU6025-150Y SRU6025-151Y SRU6025-220	CHOKE, POWER, SHIELDED, 10UH; Inductor type:Shielded Power Choke; Inductance:10uH; Tolerance, inductance:30%; Resistance:57mR; Frequency, resonant:25MHz; Case style:SMD Shielded; Q factor:8; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 15UH; Inductor type:Shielded Power Choke; Inductance:15uH; Tolerance, inductance:30%; Resistance:86mR; Frequency, resonant:22MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 150UH; Inductor type:Shielded Power Choke; Inductance:150uH; Tolerance, inductance:30%; Resistance:770mR; Frequency, resonant:5MHz; Case style:SMD Shielded; Q factor:30; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 22UH; Inductor type:Shielded Power Choke; Inductance:22uH; Tolerance, inductance: /-30%; Resistance:130mR; Frequency, resonant:18MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 220UH; Inductor type:Shielded Power Choke; Inductance:220uH; Tolerance, inductance:30%; Resistance:1250mR; Frequency, resonant:4MHz; Case style:SMD Shielded; Q factor:20; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 33UH; Inductor type:Shielded Power Choke; Inductance:33uH; Tolerance, inductance:30%; Resistance:180mR; Frequency, resonant:12MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 4.7UH; Inductor type:Shielded Power Choke; Inductance:4.7uH; Tolerance, inductance: /-30%; Resistance:35mR; Frequency, resonant:42MHz; Case style:SMD Shielded; Q factor:8; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 68UH; Inductor type:Shielded Power Choke; Inductance:68uH; Tolerance, inductance: /-30%; Resistance:365mR; Frequency, resonant:8MHz; Case style:SMD Shielded; Q factor:10; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
	BOURNS INC

	2N4036 2N4037 	CASE 79.04, STYLE 1 TO-39 (TO-205AD)
	MOTOROLA INC
MOTOROLA[Motorola, Inc]

	LA733P_D ON0289 	CASE 29--1, STYLE 14 TO-2 (TO?26AA)
From old datasheet system
	ON Semi

	BAS4004LT1 	CASE 318 08/ STYLE 12 SOT 23 (TO 236AB)
CASE 318 08, STYLE 12 SOT 23 (TO 236AB)
	Motorola, Inc.
Motorola  Inc
MOTOROLA[Motorola, Inc]

	BC857BLT1 BC857ALT1 BC858BLT1 BC856BLT1 BC857CLT1 	CASE 318-08, STYLE 6 SOT-23 (TO-236AB)
	MOTOROLA[Motorola, Inc]

	MBT3904DW1T1_D ON0484 	CASE 419B-1, STYLE 1
From old datasheet system
	ON Semi

	MBT3904DW1T1 MBT3904DW1T1_D ON0485 	SOT-63/SC-8 CASE 419B STYLE 1
From old datasheet system
	ON Semi

	BSV52LT1_D ON0231 	CASE 318?8, STYLE 6 SOT-3 (TO-36AB)
From old datasheet system
	ON Semi

	J112_D ON0286 J112 	JFET CHOPPER TRANSISTOR (N-CHANNEL- DEPLETION)
From old datasheet system
CASE 29-4, STYLE 5 TO-2 (TO-26AA)
	MOTOROLA INC
Motorola, Inc.
Motorola  Inc
ON Semiconductor
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